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eMWE 
MICROPHONES 
Wireless UHF Microphone Receiver 

 

 

 

 
 

 

PRODUCT OVERVIEW 
eMWE is a wireless UHF beltpack transmitter compatible with the mini-XLR microphones, like the eMHS1BG 
and eMICFIT2, and the eMWR receiver. It includes a transport case. 

 

RELATED PRODUCTS 
 

 

 

eMWR eMWH eMHS1BG eMICFIT2 

 

TECHNICAL SPECIFICATIONS 

eMWE 

 

Carrier Frequency  UHF 823 - 832MHz 
Frequency response 50 Hz - 16 kHz 

Output Power 30 mW / 3 mW 
Dimensions (WxHxD) 65 x 190 x 20 mm / 2.55”x 7.48” x 0.78” 

Weight 0,12 Kg / 0.26 lb  
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MECHANICAL DIAGRAM 
 
 
 
 
 
 
 
 

1. Microphone/line input 
2. Power button 
3. Battery indicator 
4. Antenna 
5. Back splint 
6. LCD display 
7. SET button 
8. Battery tray 
9. Volume control 
10. Power control 
11. Infrared interface 

 

 

 

 

All product characteristics are subject to variation due to production tolerances. 
NEEC AUDIO BARCELONA S.L. reserves the right to make changes or improvements in the design or 
manufacturing that may affect these product specifications 

For technical queries contact your supplier, distributor or complete the contact form on our website, 
in Support / Technical requests. 
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