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1. PRECAUTIONS

CAUTION

RISK OF ELECTRIC SHOCK

DO NOT OPEN

WARNING: SHOCK HAZARD - DO NOT OPEN
AVIS: RISQUE DE CHOC ELECTRIQUE - NE PAS OUVRIR

The flashing light with an arrowhead symbol inside an equilateral triangle on it is
intended to alert the user of the presence of non-Zn Uo GT &R6 61 n
within the enclosure, which might be of sufficient magnitude to pose a risk of
electric shock to users.

The exclamation mark within an equilateral triangle is intended to alert the user
of the requirement for important operating and maintenance (servicing), for
which instructions may be found in the literature accompanying the appliance.

WARNING (If applicable): Terminals marked with symbol A or 7 may be of sufficient
magnitude to pose a risk of electric shock. The external wiring connected to terminals requires
installation by a technician, or the use of ready-made leads or cords.

WARNING: To prevent fire or shock hazard, do not expose this equipment to rain or humidity.

WARNING: A device with Class | manufacturing ought to be connected to a mains socket
outlet with a protective earthing connection .

WARNING: Eclerproducts have a long lifetime of more than 10 years. This product
must never be discarded as unsorted urban waste, but must be taken to the nearest

electrical and electronic waste treatment centre.
[ ]

! This equipment has been tested and found to comply with the limits of a Class A
digital device, pursuant to part 15 of the FCC Rules . Such limits are designed to provide
reasonable protection against harmful interference when the equipment is operated in a
commercial environment. This equipment generates, uses and can radiate radio frequency
energy and, if not installed and used in accordance with the instruction manual, may cause
harmful interference in radio communications. Operation of this equipment in a residential area
might cause harmful interference, in which case, the user will be required to correct the
interference at his own expense.
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1.2 Key Safety Directions

Read the following directions.

Keep the following directions.
Observe all warnings.

Follow all instructions.

Do not use this device in proximity to
water.

Clean only with a dry cloth.

7. Do not block any ventilation
openings. Install in accordance with

a s wnhpeE

o

12.

13.

Unplug the device during lightning
storms or when unused for long periods.
Refer all servicing to qualified personnel.
Servicing is required when the device
has been damaged in any way, such as
power supply cord or plug damage,
liquid spillage or objects onto the device,
the device has been exposed to rain or
humidity, does not operate normally, or

2YR WinoUl Naol RI U znﬁ]%f’e&%‘%’?pﬁ‘h Gu

8. Do not install near any heat sources
such as radiators, heat registers,
stoves, or other devices (including
amplifiers) that may release heat.

9. Do not defeat the safety purpose of
the polarized or grounding type
plug. A polarized plug has two
blades, with one being wider than
the other. A grounding type plug has
two blades and a third grounding
prong. The wide blade or the third
prong are provided for your safety. If
the provided plug does not fit into
your outlet, contact a qualified
electrician for a replacement of the
obsolete outlet.

10. Protect the power cord from being
walked on or pinched, particularly at
the plugs, convenience receptacles,
and at the point of exit from the
device.

11. Only use attachments/accessories
specified by the manufacturer.

15.

16.

17.

18.

4. Disconnecting from mains: When
switching off the POWER switch, all the
functions and light indicators of the unit
will be stopped, but fully disconnecting
the device from mains is done by
unplugging the power cable from the
mains input socket, therefore, it should
always remain easily accessible
Equipment is connected to a socket-
outlet with an earthing connection by
means of a power cord.

The marking information is located at
the top, rear or bottom of the unit.

The device shall not be exposed to
dripping or splashing liquids, and no
liquid-filled objects, such as a filled up
glass, shall be placed on top of the
device.
+ YR
shall not be present in the location where
the device is used or mounted.

1.3 Cleaning Directions

! Clean the unit with a soft, dry clean cloth

or slightly wet with water and neutral liquid

soap only, then dry it with a clean cloth. Be careful that water never gets into the unit through

any hole. Never use alcohol, benzine, solvents or abrasive substances to clean this unit.

NEEC AUDIO BARCELONA, S.L accepts no liability for any damage that may be caused to

people, animal, or objects due to failure to comply with the warnings above.
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2. WARRANTY & ENVIRONMENT

Thank you for choo sing our Ecler VIDA-24Q /VIDA-16Q device !

Web
A
3=
We greatly value your trust. il
z CF
It is VERY IMPORTANT to carefully read this manual and to fully understand its § o
S BB
contents before any connecting takes place in order to make the best use of this 2 8 S
=
equipment, as well as to get the best performance from it. gi S g
23~ @
To ensure optimal operation of this device, we strongly recommend that its %5@ z
—H 3 [
maintenance be carried out by our authorised Technical Services. %2
zZ
2@
All ECLER products are covered by warranty , please refer to www.ecler.com or the o § E
= Q
warranty card included with this product for the period of validity and conditions. g S e
o) =
o mE
cllellZ
z
Ecler is truly committed with the environment and planet sustainability, % = 3
. .. . . . . n S
energy saving and CO , emission reduction. Recycling materials and using E. =
O — @
non-contaminant components are also top priorities in our green crusade. PHQ o
>0 G5
Ecler has deeply evaluated and analyzed the environmental impacts of all the %‘g ig
m
processes involved in the production of this product, including packaging, and has @ i% :
alleviated, reduced and/or compensated for them. 5 %
38
L 88
c |@
5e@
3 £
2 0@
3. PACKAGE CONTENTS ]
7
oz &
22c 8
P
M 1 unit of VIDA-24Q or VIDA-16Q 9 Desktop feet, rack 19" installation 523
model. hardware. . B
@
I EU power cable and multiple plugs. 9 First Steps Guide. 5 m§' o
9 Euroblock Connectors (inputs 1 Warranty Card. ﬁ% . >
>
/outputs). 25 3
Z %
_|
E
9
o
8

vivd
IVOINHO3L
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4. DESCRIPTION & FEATURES

VIDA -24Q is a digital amplifier with 2400W and VIDA-16Q is a digital amplifier with 1600W.
Both models with 4 amplified outputs that can be independently configured in high (100/70V)

or low (8/4/2ohm) impedance. The VersaPower technology, developed by Ecler, allows I_% § <
asymmetrical power distribution, and thanks to the Smart VersaPower tool it helps installers by g 8 %
facilitating smart and fast configuration. In addition, the Class D amplification technology as § o
well as the configurable 4 -outputs auto standby and sleep mode functions, both configurable, e g §
further improve energy efficiency. g S S %
The VIDA Series offers a wide range of possibilities thanks to its 4 analogue and 4 Dante / 52@5%
AESG67 digital inputs, audio player - with microSD slot for local audio files @ as well as signal =JF .
generator, plus 2 auxiliary line outputs and 4 Dante/ AES67 digital outputs. 5e Z o
All these features are managed from its intuitive web application which, among other § § @
functionalities, allows signal routing - matrix -, audio signal processing - such as equalisation § %
or limiters -, priority management, GPIO configuration through events, as well as calendar 35 S
events, playlist management and SD card content, thus facilitating the start -up of the audio- E
visual installation, its maintenance and customisation. ig g
o@ 8
Thanks to the Android/iOS/Web application available to the end user, the audio installation m Q S
can be managed by them in an easy, intuitive, and customised way. E%g 9
Rogh
4.1 Main Features ~5 3
_ 2 o8
M1 4 VersaPower M Internal matrix and 9 Remote control user E S 2
amplified outputs signal processing. application for a % &
with asymmetrical  Web application for iOS/Android/Web. § a %’
power management. device configuration. 1 Energy saving (Ultra- % %‘ §
4 Dante/ AES67 {1 Smart power low power 7 .
outputs and 4 Dante/ management Smart consumption mode). 9z %
AESG67 inputs. VersaPower. f Compatible with the %;}'g -
1 2 auxiliary outputs. q Control and scheduled Remote Monitoring & G @ -
{ 4 analogue inputs. events for automation. Control Platform D f?i
f MicroSD/SDHC card f Customize user panels. EclerCLOUD. QY ?’5 .
slot audio player. g .;-)E' s
3S|E
Z %
VersaPower is the amplification technology, developed by Ecler, that allows asymmetrical ij'
power distribution among amplified outputs, independent of load. Eg é’
H4Z|
Smart Versa Power is the tool that allows automatic gain and sensitivity adjustment, to >§
distribute in an easy and quick way, the total power among the amplified outputs.
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5. PANEL FUNCTIONS
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5.2 Rear Panel

1. Power switch.

2. Mains socket base.

3. Amplified outputs, OUT1 -4, 2-pin
Euroblock. Pitch: 7,62 mm

4. Analogue inputs, IN1-4, 3-pin
Euroblock, balanced, pitch 3,5 mm

5. MicroSD slot

o9

10.

11.

RJ45 ethernet network ports,
NET1-2

GPO ports, GPO1-4
GPIs ports, GPI11-4
External mute port

Outputs configuration dip
switches, OUT MODE

Auxiliary outputs, AUX1 -2, 3-pin
Euroblock, balanced, pitch 3,5 m
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6. INSTALL & CONNECT

The equipment must be correctly grounded (ground resistance, Rg = 30 Ohm or less). The Web
environment must be dry and dustless. Do not expose the unit to rain or water splashes, and " Gul
do not place liquid containers or incandescent objects like candles on top of the unit. 5: § <
ol
> &5
Do not obstruct the ventilation grilles  with any kind of material. If the device requires any % - o
intervention and/or connection/disconnection, it must be first powered off. 7 % I
83
=
Do not handle the speaker output terminals with your device turned on, there are high EE S g
<
voltages. The output cabling should be connected by a qualified technician. Otherwise only g§ c gz
use pre-made flexible cables. There are no user serviceable parts inside the amplifier. % é%‘ z
P
g% zm
! Non-compliance with the instructions or neglecting warnings may cause o & %
: : > 2
malfunction or even damage the unit. Q 8 @
>
1 Avoid turning on the device without the speakers connected to its outputs and o - %
aQ c
without having previously set the volume/gain controls to minimum level. S ON
_|
{1 Always use shielded cables to make connections between devices. % s
n T e
1 Inan amplifier, avoid placing the speaker output cables close to other signal cables o & g’
OWZNT =f GZnRleuv =+=YZU W T NTQUR &YR Ul UaRWzeX:
>0 G5
speakers. %13 = g
h2 ¢ @
S B
o)
]
: 23
. . . o
6.1 Location, Assembly and Ventilation m ek
m 0 =
c @
Z 3
Vida series devices have al9" rack format (2RU). Qe %’
o) c
Zz ma
It is very important not to enclose the amplifier or expose it to extreme temperatures as it v § “
generates heat. It is also necessary to promote the passage of fresh air through the & T
ventilation holes of the chassis . The ventilation system forces the air flow, front to back, 8% ‘%;
. zd % =
through the unit. ZZ o
o~ »
R
If multiple products are installed in the same rack or in a cabinet with closed doors, it is highly - g-?
. . . . @
recommended to install fans in their upper and lower ends for a forced airflow from the bottom 5-; o
. . . .. - oV =
up. This upward air flow will help to dissipate the heat gene rated inside. 2 %' D
RN
357
! \tis advisable not to place power amplifiers under other appliances , but upon these Z w8
ones, leaving at least one rack unit off between each device and installed above and below it i;'
in the rack frame. m8
o0 o
>I S
5
>
—
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6.2 Mains Connection

VIDA operates on alternating voltages from 90 to 264V and 47 to 63Hz. This device is

=

eb

I
z

uiBo1  uondsuuod INDYaM g
C

equipped with an oversized power supply capable of adapting without any type of
adjustment to the mains voltage of any country in the world.

SNOILNYO3Hd

Plug the power cord to the mains connector located on the rear panel and then press the

on/off switch also on the rear panel to power the unit.

1ININNOHIANT
® ALNVHIV M

uonebineN

Then briefly press and hold the front ON/SLEEP button  to turn on the unit. Its LED indicator
illuminates when the unit is in operation, and blinks when it is in sleep mode.

‘ S1IN3ILNOD FIDOVHOVd
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dnias sindinQ / sinduj
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! Do not allow the mains cable to run parallel to the shielded cables carrying the audio
signal, as this may cause humming.
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6.3 Analogue Input Connections

VIDA rear panel provides analogue, balanced, line level signal inputs . The selection of
hardware inputs and their routing and mixing towards either amplifier channel is performed
from its embedded web application. Please refer to the web application manual for more
information on www.ecler.com .

Signal input connectors are Euroblock, type 3 position screw terminal block. The wiring is:

Live or direct signal A Pin + -
Cold or inverted signal A Pin -
Ground A Pin L GROUNI
BALANCE D__ @i ==NON PHAS
PHASE
A+
GROUN
UNBALANCED Q—<
PHASE
! For unbalanced connection short -circuitpin A &% njZn °~ 10 T RnjzZl ®&R6

6.4 Player and Micro SD Card

VIDA integrates a stereo audio player able to play audio files from local storage device
(microSD card) , for background music or voice messages. Includes playlist management and
Zn&RGT T &Z23xn azZ&Y 6RAZNDRMU NI GRN6TT RARn&eU UOz1
panels. Fully configurable, through VIDA web application. Refer to the web application manual

for more information.

MicroSD Card slot is located in the rear panel. Insert the microSD card into the slot, until a
click sound is heard. To extract it, push the microSD card inside the slot, until a click sound is
heard, then, it will be released.

I
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6.5 Digital Audio Inputs and Outputs

VIDA allows the reception of 4 channels of digital audio = Dante/ AES67 and the sending of
4 channels of digital audio Dante/ AES67 through an Ethernet network compatible with the

I
z

wibo7  uonosuuod INDIIM S
=)

transport of digital audio over IP through the D ante protocol.

The routing of the digital audio signals Dante/ AES67 through the Ethernet network, as well
as the network configuration of the ports Dante/ AES67 (IP addresses, mask, etc.) of theVIDA,

SNOILNYO3Hd

is managed by the software application Dante Controller.

— For more information, please refer to the developer's documentation:
www.audinate.com/products/software/dante -controller.

1ININNOHIANT
® ALNVHIV M

= AES67 is enabled by default. Dante devices cannot subscribe to AES67 streams from

uonebineN

other Dante devices.

‘ S1IN3ILNOD FIDOVHOVd

6.6 Amplified Output Connections

The rear panel is fitted with two position screw terminal block for each amplified output

SERRINEE]
® NOILdIYOS3a
dnias sindinQ / sinduy

Buissasoid
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! Always respect the relative polarity for outputs (+ and ¢ on each output connector),

1D3INNOD
® TIVLSNI

wiring and speakers.
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6.6.1 Out Mode

Allows configuring each amplified output, individually , to operate with high or low
impedances.

! Sselect the appropriate operating mode to avoid damaging the loudspeakers. Never

connect loads below 2 ohms when working in low impedance mode

! Make sure to match the impedance of the total load connected to the
loudspeakers, when working in low impedance for a correct performance. If impedance
values do not match, select the closer one above.

6.6.2 Operation Example
AMP OUT1: HIZ-100V
AMP OUT2: HIZ-70V

8Q-fi | - [E1¥4 j
= When HIZ is selected, 2ohm switch has

ol Tl el T

20 4Q- LOZ AMP OUT3: LOZ-8ohm
4321 4321 4321 AMP OUT4: LOZ-2o0hm

—~ When LOZ is selected, and 2ohm switch

OUT MODE -

is in 20hm position (down), switch 4/8ohm
has no effect.

: The connection cable that joins the amplifiers outputs and the loudspeakers must
be of good quality, sufficient section and as short as possible . This is most important when
the distances to cover are long ones i.e., up to 10 meters it is recommended to use a section
not inferior to 2.5mm 2 and for superior distances 4mm?.
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6.7 Auxiliary Output Connections

VIDA rear panel provides two analogues, balanced, line level auxiliary outputs. Their

Sjuang

GROUNI
= NON PHAS

1D3NNOD
® TIVLSNI
s1asn

BALANCE D

PHASE

1918169y

NOILvYd3dO
® dN-14Vv1S

GROUN
UNBALANcm-<
PHASE

Web
independent routing, mixing, and processing is performed from VIDA embedded web AW Gul
application. 3 &

0 B
c &
5 0
o
o
& 2
@
2
ms S
2>
535
o
P Q
==
g <
0
= zZ
g
T8
= Pleaserefer to the web application manual for more information. Q §
5
iy m
o q q q - A~ o (@)
! For unbalanced connection short -circuit pin A &% njZn v el oI
m
5 5
= ¢ If an auxiliary output is connected to an amplifier or audio device with a balanced input, ¢ 2
. . . . %
all terminals must be connected point by point and between the two devices. 2 5
%
. e . . mo s
1 When connecting an output channel to an amplifier or device with an unbalanced %28
_ . cl@
audio input, leave the & terminal unconnected. 530
nzo
S
0
> T
. . . . z 3
Live or direct signal A Pin + C 8
m 0
Cold or inverted signal A Pin - % =
. =
Ground A Pin L 9
@]

[000101d 19N-dL
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6.8 GPI Ports

VIDA rear panels provide four 0 -10VDC remote control ports , labelled "GPI 1-4", to which
you can connect analogue devices such as the WPa series wall panels . With the VIDA web
application, a function can be assigned to each of these ports: a GPI port can control remotely
volume of sources, outputs (amplified, auxiliary or digital), and local and network groups,
including general volume. Also, loading presets or playlists.

< Pleaserefer to the web application manual for more information.
6.8.1 Connecting the GPI Remote Control Ports
The GPI connectors are Euroblock type . The assignment of the connection is as follows:
Positive, + 10 VDC 4 Pin +
Variable voltage, 0-10 VDC A Pin 1-4
Ground A pin L

1 Up to 16 remote control ports can be connected in parallel  to the same hardware

o

control potentiometer. Ground connections of all devices those ports belong to must
be joined.

The connection cables can be up to 500m long if a section of 0.5mm?Zis used.

Consult the available accessories at www.ecler.com.
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6.9 GPO Ports

VIDA has on its rear panel 4, relay outputs NO / NC (normally open / normally closed) . Each

Sjuang

= 9§ The assignment of outputs affected by the MUTE port is configured from  VIDA

1D3NNOD
® TIVLSNI
s1asn

web application.

1 Please refer to the VIDA web application manual for more information.

1918169y

NOILvYd3dO
® dN-14Vv1S

Web
of these outputs can have its status change associated with a user preset by means of a AW Gul
specific function programmed through VIDA web application, such as a calendar event or the r% S

o
touch of a key available on a user panel. In this way, it is possible to interact with external g o
equipment, such as motors for projection screens or movable partition walls, lights, sirens, GPI 3 0

zZ
inputs from other equipment, etc. @ (gn

Q

m E <)
£3°
35—
O%lo
=28
m <
5o
2
S S
®
iy m
6.10 External Mute m
33
VIDA has on its rear panel a control input, or EXT. MUTE port (Normally Open = MUTE OFF B
O —
/ Closed = MUTE ON), which allows the activation /deactivation of the mute of audio outputs ﬂg ©
m —
(zones) of the unit by means of a push button, relay or external potential free contact closure. E 28
T2
62 e
S
0
z -
5 g
m 0
c |
Z 3
O |«
_|
5 I
zZ
m I
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6.11 Ethernet Ports

The RJ45-type ETHERNET connectors on the rear panel, named NET1 and NET2, allows
the equipment to be connected to an Ethernet network, or directly to a computer or other
device with an Ethernet interface, point -to-point.

3 2
178 19 [ 5 2 (5 R R
l;spo LGPX

VIDA features two ports with RJ -45 interface in its rear panel:

1 Netl (Control): WebGUI, control panels, third party control and other control packages
are sent/received over Netl.

1 Net2 (Control + Dante/ AES67): control and Dante/ AES67 Audio perform over the same
network.

Use Netl and Net2 in different networks . Configuring both, Netl and Net2, over
the same local network might cause malfunctioning in network features of the device.

This connection enables, within a local network, the following

9 Global programming and management of the VIDA unit using the VIDA embedded web
application and a standard web browser running on a computer, tablet, etc.

9 Connection of client devices for end -user management of areas of the installation
through the VIDA application, compatible with Android and iOS, or through standard web
browsers running on computers, tablets, etc.

9 Connection to Internet for clock synchronization (calendar events), automatic, firmware
updates and other tools.

1 Reception of 4 channels of digital audio Dante/AES67 and sending of 4 channels of
digital audio Dante/AES67.

9 Connection of third -party devices for integration in control systems  (Crestron®,
Extron®, AMX®, Vity®, Medialon ®, etc., registered trademarks by their manufacturers),
using the NET protocol embedded in VIDA devices. Refer to the TP-NET protocol manual
for more information.

~ Dante /AES67 digital audio license is included.
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7. START-UP & OPERATION

7.1 Start Up oy | W
GuUI
Plug the power cord to the mains connector located on the rear panel and then press the I_;‘.:I § <
o
on/off switch also on the rear panel to power the unit. g Qe
=@
_|
‘—i—)—’—l—v—rﬂ—.\' g 8 g
| U UJ;M;u'j Ul @) (gD =
23
. 0S8
g 2558
sago Tz vers 3 ;;g -8
Oxo @
ZzQ @
<455 o
m <<
=
. zZ
Then briefly press and hold the front ON/SLEEP button  or remotely from the VIDA web 5@
application or with the NET protocol. Its LED indicator illuminates when the unit is in operation, % 23
o »
and blinks when it is in sleep mode. g =
m &
0 ola
zZ -
_|
2
5 |5 &
n S 'Cé
8 ol @
35L
> 0o
2175 @
520 8
' 5248
*  In a complete audio installation, it is important to start up the equipment in the o
B
following sequence : - @
> 1%
5 Se
-
1. sound sources 2 5=
: A=
2. mixer SEE
. S LB
3. equalizers 5@
5 o =
4. active filters 7 -
5. processors 9z &
2ockg
6. power amplifiers. ZZ o
o B
R
i T
To turn them off the sequence should follow the inverse pattern . -
(0]
S @
]
QL ®
mZ =
I8 =
2 <=
_|
5% P
2o Z
m
_|
o
<8
o
£28
a4z
>3
>
|
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8.1 Technical Specifications

GUI
38
8.1.1 VIDA-24Q ulles 5
c €l
VIDA-24Q 5 oS
INPUTS G 3 g
Number of Inputs | 4 analogue input channels ms %‘ ;
4 DANTE/ AES67 Network Rx channels = e
1 embedded player, 1 embedded signal generator e gé %
Analogue input connection type | IN1-4: 3-pin Euroblock, balanced, pitch 3,5 mm. E 5 B
Digital input connection type | Ethernet, managed via Dante/ AES67 Controller - § g
Input configuration | Digital matrix 4 in x 6 out (Settings by embedded web T gg
application) g S @
AMPLIFIED OUTPUTS % %
Number of amplified outputs | 4 § O 5
Amplified output connection type 2-pin Euroblock. Pitch: 7,62 mm @
Ref: DEGSON 5EDGRG7.62 3 3 3
Output configuration | Lo-Z/Hi-®[ Esézzssé] B ° z¢° 27?° o ﬁ §
Output mode selection per channel u 2 g
Rear panel DIP SWITCH selectors E %‘g %
VERSAPOWER mow@
SYMMETRICAL- All channels driven @1kHz @CF9dB @ 1%THD Wg S
11 3oea&noa 600W ;U%
11 Soe&noa 600W E%%
I'T Zogea&njoe 600W 2 8=
Max output power @ 100V | 600W 5ag
Max output power @ 70V | 600W % m 5
ASYMMETRICAL- Single channel driven @1kHz @CF9dB @ 1%THD %
"1 1 =Zoenjo& nj 1400w _ B
“11 Zoenjoa& nj 2400W §§c§
“11 So@njo® nj 1600W iFe
Max output power @ 100V | 2400W |
Max output power @ 70V | 2000W & ’:?i
AUXILIAR OUTPUTS ow I3 -
Number of auxiliar outputs | 2 ﬁ ;)E: - >
Auxiliar output connection type AUX1-2: 3-pin Euroblock, balanced (Euroblock pitch 3,5 % _'% I% %
mm. Settings by embedded web application) <%
DIGITAL OUTPUTS ;
Number of digital outputs 4 o ﬁ %
Digital output connection type Ethernet, managed via Dante/ AES67 Controller E % <
SIGNAL 2

Voltage gain

) eceer

8. TECHNICAL DATA

28 to 40 dBV
30,2t0 42,2 dBu
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Input sensitivity

Input impedance
Max input level

Frequency response
THD + Noise

SNR
Crosstalk
CMRR

) eceer

-6 to +6 dBV

-3,78t0 8,2 dBu

0,5t0 2 Vrms

(adjusted by means of Smart Versa Power utility)
>24k (balanced)

+18 dBV

+20,2 dBu

(@ Gain 34 dBV)

15Hz-25kHz (-3dB, 1W any load)
<0,1%

0,015 Typ

(@ 1kHz, from 0,1W to Full Power)

95 dBA (40dB Gain, from 20Hz - 20kHz)
>80dB (@ 1kHz)

> 65 Typ (from 20Hz -20kHz)

Damping factor | ., ss ©O©1 ¢° [ Ul zW ?2slft &3 z¢€l
ELECTRICAL
Power supply | Universal, regulated SMPS with PFC
AC mains requirement | 100-240 V @ 50-60Hz ((x10%)
Power factor correction | > 0,96 (Output Power > 500W)
AC mains connector | IEC C14 inlet (10Amax)
POWER & HEAT @230VAC
2B RWELAJ] 1 B¢ OI GG NYInnRGU 61 ZARns
Power | 848 W | 888 VA
Current Draw | 3,88 Arms
Thermal Loss | 214,1kcal/h | 849,8BTU/h
z2¢ RWELAJ 1 B¢ OI GG NYInnRGU 61 ZARns
Power | 498 W | 536 VA
Current Draw | 2,33 Arms
Thermal Loss | 170,3kcal/h | 675,8BTU/h
IDLE (all channels driven)
Power | 72 W |122 VA
Current Draw | 0,52 Arms
Thermal Loss | 61,9kcal/h | 245,7BTU/h
SLEEP MODE (all channels driven)
Power | 4,1W|23,8VA
Current Draw | 0,1 Arms
Thermal Loss | 3,5kcal/h | 14BTU/h
POWER & HEAT @120VAC
2B RWELAJ 1 B¢ 01 GG NYInnRGU 61 ZARns
Power | 855 W | 865 VA
Current Draw | 7,37 Arms
Thermal Loss | 219,3kcal/h | 870,3BTU/h
1z¢% RWELA[ 1 B¢ 0T GG NYI nnRGU 61 ZARns

Power | 483 W | 493 VA
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Current Draw
Thermal Loss

IDLE (all channels dr
Power
Current Draw
Thermal Loss

4,16 Arms

157,4kcal/h | 624,6BTU/h
iven)

68 W | 89 VA

0,75 Arms

58,5kcal/h | 232,1BTU/h

SLEEP MODE (all channels driven)

Power
Current Draw
Thermal Loss

3,6 W|10,2 VA
0,09 Arms
3,1lkcal/h | 12,3BTU/h

TECHNOLOGIES

Amplification tec hnology
Energy saving

Efficiency
Cooling

Maximum fan noise

Class D

Auto standby function programmable per channel

Sleep Mode function selectable

E?' ©z2z2B RWELAJ 1 B¢gs

Fan (forced air, front to back airflow. Temperature controlled
continuously variable speed)

53dB (maximum acoustical noise @1m)

PROTECTIONS

DC protection

HF protection

Short-circuit protection

Clip limiter

Long term limiter

Thermal protection

Yes (protects loudspeaker and installation against DC and
infrasonic signals at the outputs)

Yes (protects the loudspeakers against non-audible, strong,
non-musical high frequency signals)

Yes (protects the amplifier from overcurrent, short circuit or
other stressful events for the output stages with output
reduction or MUTE (automatic protection reset)

Yes (prevents severely clipped waveforms from reaching
loudspeakers, while still maintaining full peak power output).
Yes (protects the loudspeaker and amplifier against steady long
term rms signals (sine wave, non-music) reducing maximum
output)

Yes (output power reduction when output stages operating
temperature up to 90 °C (194 °F). Mute when output stages
operating temperature up to 100 °C (212 °F)

REMOTE CONTROL CONNECTIONS

ON/ OFF
GPIs

GPOs

External MUTE

No

x4 GPls (0-10V)

Function and settings by embedded web application

5-pin Euroblock connector, rear panel. Euroblock pitch 3,5 mm
x4 NC / NO contacts

4x 3pins Euroblock connector, rear panel

Euroblock pitch 3,5 mm

Yes, contact (2 pins Euroblock connector, rear panel,
Euroblock pitch 3,5 mm)
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LOCAL CONTROL

Attenuators

Output mode settings

RUN/SLEEP mode

Power ON/OFF

Programmable Front panel knobs (defaults: Amplified OUTs
attenuators)

Lo-ZHi-H[ Esé&zzsséf[ B  z¢° 2?°
Output mode selection per channel

(Rear panel DIP SWITCH selectors)

Yes, front panel push-button (operate when pressed more
than 0,5 seconds)

Yes, back panel switch (red LED indicator)

CONNECTIVITY

Ethernet

DANTE/ AES67 Protocol
Programming and control

Ethernet Base-Tx 10/100/1000Mb Auto X -Over

(CAT5 up to 100m. Settings by embedded web application)
Dante/ AES67 4x Tx / 4x Rx channels (2/2 flows)
Embedded web application

MONITORING

Signal Present
Clipping

Protect

Standby / Mute

SP LED (White) per channel (trigger @- 40 dBV)

CLIP LED (Red) per channel (Clip, Versa power limiter, Peak
power, Power supply overload)

PROT LED (Red) per channel (Current overload, Output short
circuit, Under voltage, Over Voltage,

DC OUT (slow blink), HF protect (fast blink)

STBY/MUTE LED (White) per channel

(ON when STBY, BLINK when MUTE)

Limit | LIMIT LED (Red) per unit

(Power (power supply) overload)
Thermal | THERMAL LED (Red) per unit (Temperature limiter)
Dante/ AES67 | DANTE/ AES67 LED (White) per unit (OFF NO WIRE, ON

when MASTER, BLINK when SLAVE)

Data | DATA LED (White) per unit (ON when DATA)

On | ON LED (White) per unit (ON when RUN,
SLOW BLINK when SLEEP by BUTTON, FAST BLINK when
SLEEP by AUTOSTBY, VERY FAST BLINK when HW Fault)
DIGITAL ENGINE
Processor | Quad core 64bits 1,5GHz

AUDIO CONVERTERS

Sampling rate | 48 kHz
Resolution | 24 bit
Dynamic range | 114dB
PROCESSING
Digital processing | 32/64 bit

Latency
Inputs processing

2,8 ms (Analog IN to analog OUT)
Noise gate, HPF, Freq. Shifter, compressor/limiter
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Outputs processing | Delay, Parametric EQ, Graphic EQ independent for every amp
out and aux out.
Limiters independent for every amp out

(performance may be reduced above 40 °C)

Sjuang

Operating humidity | 5 - 85% RH, non-condensing
Storage temperature | -10°to 50° C
14°to 122°F
Storage humidity | 5 - 85% RH, non-condensing

1D3NNOD
® TIVLSNI
s1asn

Installation options | Rack 19" installation & desktop

Smart VersaPower management HW WGTJ?
(Settings by embedded web application) r;‘-;| §
Others | Preset management, Internal matrix, priority & backup signals g 8
management, local & network groups, events management 6‘ o
incl. calendar (Settings by embedded web application) 7 %
REAL-TIME CLOCK g’:
Retention time | > 5 years % E 3
Accuracy | 1 minute / month § §§
Battery | VARTA CR2032 3V, 230mAh = é 5
LOCAL STORAGE e
Micro SD | SDXC o E- I
Capacity | Upto 2TB § %’-
File system | FAT16, FAT 32, VFAT (read/write) r(‘)?r’u I
NTFS (read) 9 B
Multi- partition up to 1 E
Playable audio files | mp3, ogg, WAV, FLAC, AlIFF é _g
Files analysis | 65354 playable folders B
65354 playable folders within each folder - E o I
65354 playable files within each folder g %é’
Folder hierarchy | Up to 8 containing the root directory % 5‘ g I
Sorting | UNICODE, in alphabetical order @ i%
Up to 100 folders / files by folder -
Folders/files over 100 sorted in the FAT order % g
PHYSICAL T e I
Operating temperature | -10° to 50° C % é
14°t0 1220 F 5 I
@]

Py
Included accessories | EU power cord, Multiplugs, Euroblock Connectors (inputs %.
/outputs), Desktop feet, rack 19" installation hardware % g o)
Optional accessories | - E ;' 4
Dimensions (WxHxD) | 482.6 x 88 x 410 mm. / 19 x 3.46 x 16.14 inches g g ;
Weight | 9.3kg/20.5Ib 0
Shipping dimensions (WxHxD) 650 x 125 x 600 mm. /25.59 x 4.92 x 23.62 inches = §
Shipping weight | 12.3kg/27.1 b 928

5
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8.1.2 VIDA-16Q

VIDA-16Q

) eceer

INPUTS

Number of Inputs

Analogue input connection type
Digital input connection type
Input configuration

4 analogue input channels

4 DANTE/ AES67 Network Rx channels

1 embedded player, 1 embedded signal generator

IN1-4: 3-pin Euroblock, balanced, pitch 3,5 mm.
Ethernet, managed via Dante/ AES67 Controller

Digital matrix 4 in x 6 out (Settings by embedded web
application)

AMPLIFIED OUTPUTS

Number of amplified outputs
Amplified output connection type

Output configuration

4
2-pin Euroblock. Pitch: 7,62 mm

Ref: DEGSON 5EDGRG7.62

Lo-ZHi-#] FEsézzssé ] B zg’  z?°
Output mode selection per channel

Rear panel DIP SWITCH selectors

VERSAPOWER

SYMMETRICAL- All channels driven @1kHz @CF9dB @ 1%THD

[T Zoa&njga& nj
I'1T Zoea&noe&e nj
“T1 Zoenjoa& nj
Max output power @ 100V
Max output power @ 70V

400W
400W
400W
400W
400W

ASYMMETRICAL- Single channel

driven @1kHz @CF9dB @ 1%THD

“T1 Zoea&njga& nj
I'T Zoea&njga& nj

“11 Zoe&njga nj

Max output power @ 100V
Max output power @ 70V

1400W
1600W
1600W
1600W
1600W

AUXILIAR OUTPUTS

Number of auxiliar outputs
Auxiliar output connection type

2
AUX1-2: 3-pin Euroblock, balanced (Euroblock pitch 3,5
mm. Settings by embedded web application)

DIGITAL OUTPUTS

Number of digital outputs
Digital output connection type

4
Ethernet, managed via Dante/ AES67 Controller

SIGNAL

Voltage gain

Input sensitivity

28 to 40 dBV

30,2t0 42,2 dBu

-6 to +6 dBV

-3,78 t0 8,2 dBu

0,5t0 2 Vrms

(adjusted by means of Smart Versa Power utility)

I
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Input impedance
Max input level

Frequency response
THD + Noise

SNR
Crosstalk
CMRR

) eceer

>24k (balanced)

+18 dBV

+20,2 dBu

(@ Gain 34 dBV)

15Hz-25kHz (-3dB, 1W any load)
<0,1%

0,015 Typ

(@ 1kHz, from 0,1W to Full Power)
95 dBA (40dB Gain, from 20Hz - 20kHz)
>80dB (@ 1kHz)

> 65 Typ (from 20Hz -20kHz)

Damping factor | HYss 01 ¢° [ Ul W ?2sl? &I z¢€
ELECTRICAL
Power supply | Universal, regulated SMPS with PFC
AC mains requirement | 100-240 V @ 50-60Hz ((x10%)
Power factor correction | > 0,96 (Output Power > 500W)
AC mains connector | IEC C14 inlet (10Amax)
POWER & HEAT @230VAC
2B RWELA[ 1 B¢ OI GG NYInnRGU 61T ZARns
Power | 607 W | 640 VA
Current Draw | 3,8 Arms
Thermal Loss | 178,0kcal/h | 706,5BTU/h
22¢ RWELAJ] 1 B¢ OI GG NYInnRGU 61 ZARns
Power | 362 W |414 VA
Current Draw | 1,8 Arms
Thermal Loss | 139,3kcal/h | 552,9BTU/h
IDLE (all channels driven)
Power | 72 W | 122 VA
Current Draw | 0,52 Arms
Thermal Loss | 61,9kcal/h | 245,7BTU/h
SLEEP MODE (all channels driven)
Power | 4,1W|23,8VA
Current Draw | 0,1 Arms
Thermal Loss | 3,5kcal/h | 14BTU/h
POWER & HEAT @120VAC
2zB RWELA[ 1 B¢ Ol GG NYI nnRGU 61 ZARns
Power | 604 W |611 VA
Current Draw | 5,17 Arms
Thermal Loss | 175,4kcal/h | 696,3BTU/h
2z¢ RYWELA[ 1 B¢ Ol GG NYT nnRGU 61T ZARns
Power | 354 W | 362 VA
Current Draw | 3,04 Arms

Thermal Loss

132,4kcal/h | 525,6BTU/h

IDLE (all channels driven)
Power | 68 W | 89 VA
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Current Draw
Thermal Loss

SLEEP MODE (all cha

Power
Current Draw
Thermal Loss

0,75 Arms
58,5kcal/h | 232,1BTU/h

nnels driven)

3,6 W|10,2 VA
0,09 Arms
3,1lkcal/h | 12,3BTU/h

TECHNOLOGIES

Amplification tec hnology
Energy saving

Efficiency
Cooling

Maximum fan noise

Class D

Auto standby function programmable per channel
Sleep Mode function selectable

Ng! ©Oz2zB RWELA[ 1 B¢s
Fan (forced air, front to back airflow. Temperature
controlled continuously variable speed)

53dB (maximum acoustical noise @1m)

I
z

SNOILNYO3Hd

1ININNOHIANT
® ALNVHIV M

PROTECTIONS

DC protection

HF protection

Short-circuit protection

Clip limiter

Long term limiter

Thermal protection

Yes (protects loudspeaker and installation against DC and
infrasonic signals at the outputs)

Yes (protects the loudspeakers against non-audible,
strong, non-musical high frequency signals)

Yes (protects the amplifier from overcurrent, short circuit or
other stressful events for the output stages with output
reduction or MUTE (automatic protection reset)

Yes (prevents severely clipped waveforms from reaching
loudspeakers, while still maintaining full peak power
output).

Yes (protects the loudspeaker and amplifier against steady
long term rms signals (sine wave, non-music) reducing
maximum output)

Yes (output power reduction when output stages operating
temperature up to 90 °C (194 °F). Mute when output stages
operating temperature up to 100 °C (212 °F)

REMOTE CONTROL CONNECTIONS

ON/ OFF

GPls

GPOs

External MUTE

No

x4 GPls (0-10V)

Function and settings by embedded web application
5-pin Euroblock connector, rear panel. Euroblock pitch
3,5mm

x4 NC / NO contacts

4x 3pins Euroblock connector, rear panel

Euroblock pitch 3,5 mm

Yes, contact (2 pins Euroblock connector, rear panel,
Euroblock pitch 3,5 mm)

LOCAL CONTROL

Attenuators

Programmable Front panel knobs (defaults: Amplified
OUTs attenuators)

‘ S1IN3ILNOD FIDOVHOVd
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Output mode settings

RUN/SLEEP mode

Power ON/OFF

Lo-ZIHi-A[ Esézzssé[ B z¢g° 2z27?°
Output mode selection per channel

(Rear panel DIP SWITCH selectors)

Yes, front panel push-button (operate when pressed more
than 0,5 seconds)

Yes, back panel switch (red LED indicator)

CONNECTIVITY

Ethernet

DANTE/ AES67 Protocol
Programming and control

Ethernet Base-Tx 10/100/2000Mb Auto X -Over
(CAT5 up to 100m. Settings by embedded web
application)

Dante/ AES67 4x Tx / 4x Rx channels (2/2 flows)
Embedded web application

MONITORING

Signal Present
Clipping

Protect

Standby / Mute

SP LED (White) per channel (trigger @- 40 dBV)

CLIP LED (Red) per channel (Clip, Versa power limiter,
Peak power, Power supply overload)

PROT LED (Red) per channel (Current overload, Output
short circuit, Under voltage, Over Voltage,

DC OUT (slow blink), HF protect (fast blink)
STBY/MUTE LED (White) per channel

(ON when STBY, BLINK when MUTE)

Limit | LIMIT LED (Red) per unit

(Power (power supply) overload)
Thermal | THERMAL LED (Red) per unit (Temperature limiter)
Dante/ AES67 | DANTE/ AES67 LED (White) per unit (OFF NO WIRE, ON

when MASTER, BLINK when SLAVE)

Data | DATA LED (White) per unit (ON when DATA)

On | ON LED (White) per unit (ON when RUN,
SLOW BLINK when SLEEP by BUTTON, FAST BLINK
when SLEEP by AUTOSTBY, VERY FAST BLINK when
HW Fault)
DIGITAL ENGINE
Processor | Quad core 64bits 1,5GHz

AUDIO CONVERTERS

Sampling rate | 48 kHz
Resolution | 24 bit
Dynamic range | 114dB
PROCESSING
Digital processing | 32/64 bit

Latency
Inputs processing

2,8 ms (Analog IN to analog OUT)
Noise gate, HPF, Freq. Shifter, compressor/limiter

I
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Outputs processing

Others

Delay, Parametric EQ, Graphic EQ independent for every
amp out and aux out.

Limiters independent for every amp out

Smart VersaPower management

(Settings by embedded web application)

Preset management, Internal matrix, priority & backup
signals management, local & network groups, events
management incl. calendar (Settings by embedded web
application)

REAL-TIME CLOCK

Retention time

> 5 years

Accuracy | £1 minute / month
Battery | VARTA CR2032 3V, 230mAh
LOCAL STORAGE
Micro SD | SDXC
Capacity | Upto 2TB
File system | FAT16, FAT 32, VFAT (read/write)

Playable audio files
Files analysis

Folder hierarchy
Sorting

NTFS (read)

Multi- partition up to 1

mp3, ogg, WAV, FLAC, AIFF

65354 playable folders

65354 playable folders within each folder
65354 playable files within each folder

Up to 8 containing the root directory
UNICODE, in alphabetical order

Up to 100 folders / files by folder

Folders/files over 100 sorted in the FAT order

PHYSICAL
Operating temperature | -10°to 50° C
14°t0 122° F
(performance may be reduced above 40 °C)
Operating humidity | 5 - 85% RH, non-condensing
Storage temperature | -10°to 50° C
14°to 122° F
Storage humidity | 5 - 85% RH, non-condensing
Installation options | Rack 19" installation & desktop
Included accessories | EU power cord, Multiplugs, Euroblock Connectors (inputs
/outputs), Desktop feet, rack 19" installation hardware
Optional accessories | -
Dimensions (WxHxD) | 482.6 x 88 x 410 mm. / 19 x 3.46 x 16.14 inches
Weight | 9.3kg/20.51b
Shipping dimensions (WxHxD) 650 x 125 x 600 mm. /25.59 x 4.92 x 23.62 inches
Shipping weight | 12.3kg/27.11b
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8.2 Mechanical Diagram
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All measurements are in mm.

8.2.2 VIDA-16Q

WebGUI Connection Login  Navigation Inputs / Outputs Setup Users Register  TP-NET Protocol
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9. WebGUI

VIDA series digital amplifiers are configured and controlled through their embedded web
application . The user interface can be operated via any web browser on any device: Windows,

MacOS, Tablet or Smartphone?.

ECLERVIDA is the user application that
allows control of one or more VIDA
series amplifiers on the same local
network through customised user
control panels set up by the system

administrator . The app gives allows
users to control volume, select sources,
equalise, select playlists, control the

internal audio player, select presets, and

more. Exclusive panel for each user, fast
and straightforward to create. There is
also a tool for the administrator to start up

the equipment for the first time.

Compatible with Ecler VIDA series amplifiers . An Ecler VIDA series amplifier is required to
create user panels and publish them on the local network.

Available for iOS and Android. Download the app free from:

GETITON # Download on the

P> Google Play @& AppStore

! We recommend updating your browser to the latest version  to ensure that the app
functions correctly.

Demo version available . Visit www.vida.ecler.com and access the VIDA application
online @ physical connection to a VIDA device is not required ¢ and explore the capabilities
of these devices. Note that some functionalities, such as firmware update, will not be available
and require a physical connection to a VIDA device.

' iweb application not optimised for Smartphone. We recommend using on PC or
Tablet.
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http://www.vida.ecler.com/
https://play.google.com/store/apps/details?id=com.ecler.vida_app&hl=es_419&gl=US
https://apps.apple.com/es/app/ecler-vida/id6446033559
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9.1 Updates

For a complete list of updates, please refer to the Release Notes files available in the
Firmware/Software folders, located in the Software section for the corresponding model
on our website www.ecler.com.

9.2 First steps

To access the VIDA web application from an external device (computer, tablet, etc.) using a
browser, first make sure that both devices are physically connected to the same local area
network (LAN), and configured within the same network range

DHCP is the default network configuration mode. If you have a router/switch with a DHCP
server (see the specifications for your device), network configuration is automatic so there is
no need for you to do any re-configuration.

There are 3 ways to connect to the embedded VIDA web application :

9.2.1 Automatic connection using the Ecler VIDA user web app

1. Download the Ecler VIDA app from the app store for your device.
Connect the VIDA device to the router/switch using a CAT5 or higher cable (NET1
Ethernet port on the VIDA device)

3. Connect your Smartphone to the same local network as the VIDA device over WiFi.

4. Open the app and click on "Setup Device". Follow the instructions.

5. Alist of all VIDA devices on the network will be shown. When you click on a listed
device, you can see further information and its web connection and IP address.

6. Copy one or more links and paste them into your browser, on the same or another
device.

9.2.2 Automatic connection using a computer

1. Connect the VIDA device to the router/switch using a CAT5 or higher cable (NET1
Ethernet port on the VIDA device)

2. Connect your browser-equipped device (computer, tablet, etc.) to the same local
network (router/switch). You can do this over a wired or WiFi connection,
depending on your network device and computer/Tablet.

3. Check the label on the back panel or the additional label in the packaging and enter
the web address shown here (http://vida-xxQ-xxxx.local) into your browser. The
last 4 digits of the web address are the same as the MAC address of the device.
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4. Enter that address in your browser.

Ecler VIDA b ar

1ININNOHIANT
® ALNVHIV M

& & vida-24qg-1156.local/#/login

uonebineN
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= Another way is to find out the IP address for the device via the internet or your
I 0 @&RIT 2z Ua Z &yomdan dddese théhmusiriyy the EclerVIDA user app.
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9.2.3 Manual connection

SNOILONN- T3NVd

If you do not have a DHCP server , don't know whether you have one, or just want to make

Sjuang

a point-to-point connection with a computer:

1. Connect the VIDA device to the computer using a CAT5 cable or higher (NET1
Ethernet port on the VIDA device).

1D3NNOD
® TIVLSNI
s1asn

2. If the VIDA device cannot find a DHCP server, it will be able to connect to an

automatic private IP addressing (APIPA) and subnet mask from NETL1; the device

1918169y

O3
- ddV¥ = spueqd @ J1ekeld  sdnoi9 1amodeslaA SOdS9 0 Bunnoy  smeis  sbumes

will select its own IP address in the address range 169.254.1.0 to 169.254.254.255 r% (ﬁ
A
and will also be reachable via the mDNS service. ’_:% ;‘ -
o9 P
3. Otherwise, the device will also remain accessible via the auxiliary IP. Enter the IP < o8
address 192.168.0.100 in your browser. ;
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9.2.4 Connection to EclerCLOUD

EclerCLOUD is the cloud platform where you can remotely connectto  VIDA via the Deep
Dive function, or monitor what is happening to the device in real time from anywhere in
the world.

9.2.4.1 To connect to EclerCLOUD, you need to:

9 Connect the device to the mains.
I Connected it to the network via a router or network switch.
1 Have the equipment switched on.

In addition, you must be registered in EclerCLOUD and have an organisation and
access to add new devices. To learn more about these steps, please access the
EclerCLOUD user manual on our website atwww.ecler.com .

9.2.4.2 How to add a device to EclerCLOUD

1. Method 1: add a device from EclerCLOUD

To add a device to EclerCLOUD, log in to your User account and click on
"Devices" in the main menu. Then click on the "Add device " button in the top right
corner.

Devices

You will be presented with a screen to configure the new device. The only
essential parameter to add a new device is its identification (ID), which is given
and is unique for each device.

® Add new device

Group

Select group

The device ID can be found on the device page (such as the example shown in

the figure below of a VIDA 8 RAZNRJ] GI n RG®Rké suteDHatAienN R

q
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connection is enabled (Enable Connection set to ON). The ID is a 16-digit
alphanumeric code, unique to each device.

Sjuang

E4:5F01:D9:89:17
11/10/2024 09:35:42

v2.00r1

1D3NNOD
® TIVLSNI
s1asn

1915169y

Cloud status in EclerCLOUD.

NOILvYd3dO
® dN-14Vv1S

Web
VIDA-16Q-5A5B HW G U I
Device Time & Date % ('%
m o
Qo
c <
5 0
o
8
m</S
= z ;5 S
ps) -
O%lo
=28
m <<
5o
g
Registering a device S S
®
Once the device is connected to the internet and you have located its ID, you iy rnI
. . . 0 ©
can proceed to register it in EclerCLOUD by entering the ID on the page shown Z
m
in the figure below. Assign a name to the device for easy identification and then Z =
n ©
save the changes. g &
I_I_I ~
35L
= EclerCLOUD can support many devices at the same time, we advise you to E 2e
| o
name and organise your devices in groups so that you can easily find them later. ﬁ o
S
If you have performed all the above steps correctly, you should have the device 5
connected to EclerCLOUD without pairing. % 519
C e
m 0
To pair it, access the device menu and enable the connection. You can verify that S 2
O @
the devices have been paired if on the device page the "Connection Status" is g I
shown as online and in the cloud status it is shown as APPROVED. 7 I

Enable Connection

Connection Status

Last Update 11:09:20 - 21/05/2024

[000101d 19N-dL

Organization ID

Device ID CB92A175FD4F2016

viva
IVOINHO3L

Firmware URL

Unpair Device Unpair

Connection status on a VIDA series device.
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2. Method 2: add to EclerCLOUD from the device itself

Access the Cloud tab on your device, under the settings tab.  Within the tab you
will see the Organization ID box.

T
=
o =

c

Log in to EclerCLOUD from Administrator mode and access "Organization"
Within the page you will see the "Organization ID". Copy the text from the box
and insert it into the empty box on the device page.

SNOILNVYO3dd
uondauuoy IN9OYaM

Organization settings

sarepdn ®» awWoH |N9Aa/M

1ININWNOHIANT
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O3  uonebireN
smeis  sbumes

‘ S1IN3ILNOD FIDOVHOVd

Bunnoy

SERIINEE|
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Enable the connection and:

JoModesIaA SOdS

1 The device will be linked to your Organization and can then be moved to

Buissasold

' sdnoig

the desired destination. The "Organization ID" can be found if you have
Administrator access in EclerCLOUD, on the left side tab under
"Organization".

SNOILONN- T3NVd

Sjuang

19he|q

1 The device must be approved. To do this, go to the EclerCLOUD device
"Unapproved" screen and approve the connection so that it is ready for

slasn

1D3INNOD
® TIVLSNI

operation.

s|loued

1 Once the device has been approved, you will be able to edit and monitor it.

1915169y

Devices

@ Approved ® Quarantined

NOILvYd3dO
® dN-14Vv1S
Y

[ Groups

B Devices

|0d010.d 19N-dL
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9.3 Login

® Login

Bleceer

There are 2 profiles that can access the app

1.  Administrator : An administrator has access to all functions of the VIDA device
and can configure any amplifier parameter, event, peripherals, etc. An
administrator creates users and control panels for the Ecler VIDA user app.

2. User: users (non-administrator users or end-users of the system) have limited
access. The only functions available to normal users are controls (e.g. controlling
the volume of an output) but no configuration functions.

L

Administrator and user access are password -protected . The default administrator access

[siielisl ]

credentials are :

9 Username: admin

 Password: admin

= An administrator can change their access password in the VIDA web app and manage
users and passwords.

= Usernames and passwords are case-sensitive.

I
z
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9.3.1 Keep me logged in

When this function is active, a new login will not be required each time the VIDA web
app is opened. The LOGIN page will not be displayed and the last page visited will be

I
z

wibo7  uonosuuod INDIIM S
=

displayed. To deactivate, log out of the web app.

SNOILNYO3Hd

9.3.2 Forgot password

Allows users to change their password and the administrator to restore login credentials
(name and password) if forgotten.

1ININNOHIANT
® ALNVHIV M

Sjuang

9.3.4 Setup

Quick start -up and/or discovery of VIDA devices on the same local network.

1D3NNOD
® TIVLSNI
s1asn

= To set up an installation with several VIDA devices, access the web app of any of

To reset the administrator credentials, enter them in the Reset Passwords dialogue box: z
g
. «Q
! User name: admin (;% 2
o
X | S
1 Password: reset 3
m
m
8 ©
= Administrator access credentials will be restored to the default values: =
i X Z | —
admin/admin . a é
0@
I_n ~
35L
> 0o
. c3g
9.3.3 Public Panels 25w
nzo
. , . : . ® 5
Access to control panels, public profile (no login credentials required). These control
- - - . -U
panels must be created by an administrator. See Panels chapterfor more details on public Z g
m e
control panels. @
c |
3 @ I
=
o
zZ
m I

' ] " " P
those devices and use Setup to find the network information for the others and access &
. own &
them easily . ol
m
Y
>
—
o5 ®
Ze 2z
m
—
Y
<8
o
328
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9.4 Navigation

The app screen has 3 parts.

UO1 : User Preset 01 . VIDA-16Q-5A58

=

eb

I
z

uiBo1  uondsuuod INDYaM g
C

Mixer/Matrix

SNOILNYO3Hd

Source 1 AMP OUT1

Pri: Ana In1

0.0dB

|

1ININNOHIANT
® ALNVHIV M

uonebineN

O3

‘ S1IN3ILNOD FIDOVHOVd

1. App bar: contains important information, quick action buttons and the app
configuration menu.

dnias sindinQ / sinduj

S3dNLv3ad
® NOILdIFdOSs3da

2. Main menu: contains the different configuration pages.

3. Page: Displays all configuration options within the chosen menu option. A menu entry
may contain different tabs with different pages.

SNOILONNH 13ANVd
Buissasold

9.4.1 App Bar

Sjuang

UO1 : User Preset 01 VIDA-AP

1D3NNOD
® TIVLSNI
s1asn

1915169y

1 = Expand or collapse main menu

NOILvYd3dO
® dN-14Vv1S

[000101d 19N-dL
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2 01 User Preset 01 Management of user presets :
Lo 1 Load: opens a window in which you have to select W
the preset you want to load. HW | o)
e 1 Save: saves the settings in the current preset. 3 =
save s 1 Save as:opens a window to save the settings in the 03 =
S preset selected. It can be given a name. S €l
. o 0%C
i Presets for panels: the presets selected in the z SR
Import window will be available to users. They can be 2 S
Export uploaded from a control panel. ms S o
9 Import: allows you to import a preset from your ,SU% _ 1§
computer. °z8 2
<455 o
9 Export allows you to export/download a preset to LN
= zZ
your computer. 5@
I 288
< Presets are settings for Routing, GEQ and GPO Q § @
status. Only changes to these settings will be FE-E %
uploaded or saved , the settings for individual Device Q3 c
cannot be changed . E
Z 28
3 Device name: name of the device. By default, the last | %
VIDA-24Q-1156 4 digits of the MAC (NET1) are shown. > o8
Rl
| : 528
¢ You should not give the same name to more c3z 9
than one device on the same local network . mog 3
Duplicate names could cause conflicts on the network S <
and cause malfunction in the network functions of a 35 g
. I T
device. &S e
— D @
m 0 =
c @
4 @ Power saving mode activated (Sleep Mode). When 5 e @
. . . . - o
: power saving is activated, pressing the button opens S .&
. . . 7]
a window that allows exit from power saving mode. e §
7o
oz &
. . . Socl
Power saving mode deactivated (Running Mode). r%ﬂg 3
The device is in operation. O o
2
2B
5 . Panic button activated : mutes all outputs. on &
@ Panic g
I8 =
2 <=
5% P
. . ZeZ
Panic button deactivated. m
o
48
008
>I S
6 Undo and redo buttons. ;'%
>
—
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Full screen.

I
z

uondsuu0d INDYSM ol

’.( Exit full screen .

SNOILNYO3Hd

Help menu.

App menu:
1 Ul Scale: set the display size for the GUI.

sarepdn ®» awWoH |N9Aa/M

1ININWNOHIANT
® ALNVHIV N
uibo

9 Language: GUI language selection.

1 Mini Player: opens/closes the mini player in the
lower bar.

uonebineN

smels  sbumes

1 Service: reserved for authorised personnel.

O3

1 About: displays information about the web app.

‘ S1IN3ILNOD FIDOVHOVd

9 Logout: exit the app.

Language

Bunnoy

+* English

Spanish

S3dNLv3ad
® NOILdIFdOSs3da

Mini Player

dnias sindinQ / sinduj

Service

About...

JoModesIaA SOdS

Logout

Buissasold

SNOILONN4 T3ANVd
sdnolig

Sjuang

19he|q

1DANNOD
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1915169y
s|aued
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Y
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This is where to configure the general settings for the device

9.5 Settings

WebGUI Connection Inputs / Outputs Setup Users Register  TP-NET Protocol
W ARRANTY & DESCRIPTION & INSTALL & START-UP & TECHNICAL
PRECAUTIONS | £\yiRONMENT | PACKAGE CONTENTS FEATURES PANEL FUNCTIONS CONNECT OPERATION DATA
)
a
7.
a
E
© =
B
3
=
o
<
=
£
n 2 iC
5 & 2
. o (75} [
X O a
$ 823 s 3
S 2 8 &5 8 O
) ) [ [ ) ©
A 2 X W I o
L
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9.5.1 Device

General settings .

=

eb

I
z

uiBo1  uondsuuod INDYaM g
C

U1 : User Preset 01 2 VIDA-FE26

Device

SNOILNYO3Hd

Device Time & Date

Dev

1ININNOHIANT
® ALNVHIV M

Sjuang

T Web Access: access to the configuration web page using the device name. Copy
and paste the address into your browser to open a new instance of the web app.

1D3NNOD
® TIVLSNI
s1asn

1 Group ID: Identifying name of the group of VIDA amplifiers on the same local
network. Amplifiers with the same group name can use the same Net Groups.

zZ
3 g
Restore g g
28
9]
iy m
8 oI
=z
_|
m
Z | —
Unpair — >
n ©
—
ol
m
4 m%%l
528
%gal
n2 &
S
1. Device o
z -
9 Device name: The name is used to identify the device on the network (NET1 and m §
]
NET?2), and identifies it as a Dante/ AES67 device, as well as mDNS (to resolve § 2
. . 0@
hostnames to IP addresses). The info button shows the requirements for a Dante/ (:)' I
AES67 name. 7 I

Py
There can be the same number of Net Groups (up to four Net Groups) on a network &
=
as there are Group IDs on the network. 3@
. . 32
I Comments: space for comments and notes about the amplifier, installation, J_>|TC' -
= U
. . T
configuration, etc. 2 >z
_|
U
~48
o
928
42
>3
>
(
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2. Time & Date

9 Time & Date: time and date on the device.

I Time Zone: selection of time zone. HW Véfﬁ
9 Date Format : date format. :,: § .
1 Week starts on : first day of the week. g 8 %
1 NTP Synchronization: enables or disables time synchronization with NTP server. é g i
Internet connection required. Enable this functionality for automatic time § S
synchronization on the device. g :§> § %
1 NTP server: address of the NTP server. g § 5 EL
5o
3. Boot-Up . E g
1 Reboot device: reboot the device . The device will keep its current configuration § %’ é
on reboot. FGJ'E %
1 Restore defaults : reverts to factory settings § SG
! The current network configuration and device name will be lost. May ié fg’,
cause disconnection of the device from the local network . E é a
m =3
N . 22216
Boot-up mode: selects the mode in which the device starts after shutdown: r%g g 3
Remember: starts up with the configuration at shutdown @ ig Z
1 Load: allows you to select the preset for device start -up. g %
288
n o2
4. EclerCLOUD 22 0
This is Ecler's cloud platform that allows you to link devices to the cloud to monitor and c_é - %
connect to devices remotely. @ é
2]
1 Enable connection: this allows you to enable/disable the connection to 92 %
EclerCLOUD. srgl
1 Connection status : this shows the status of the connection to EclerCLOUD (it can 2N g
be in the following states: disconnected, connected and quarantined). s g
9 Last update : this indicates the last update of the CLOUD. o g @
9 Organisation ID: this is a value that can be extracted from the CLOUD organisation ﬁ ,%' = >
and is used to link the device. % % g
1 Device ID: this is a 16-digit hexadecimal value that identifies the device and is <& 8
used to link it to EclerCLOUD. . g
1 Firmware URL : copy the link of the firmware URL destination. g§ g
1 Unpair device : this is used to unpair the device from the EclerCLOUD platform. ;'5 -
2
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9.5.2 Network

Device network settings and search function .

I

z
@
o

uondsuu0d INDYSM ol

UO1 : User Preset 01 v VIDAIAP

SNOILNYO3Hd

Net 2

Auto (DHCP) IP Mode Manual
192.168.0.110
255.255.255.0

[eXeXoXo]

uibo

0.0.0.0

1ININNOHIANT
® ALNVHIV M

0.0.00

MAC E4:5F:01:D9:89:17 00:1A:96:01:32:B6

Finder

uonebineN

Enable Finder (60s)

Internet Connection

O3

Test Interne!

‘ S1IN3ILNOD FIDOVHOVd

dnias sindinQ / sinduj

C
- ddVY @ sjpued | 19keld  sdnoig 1amodeslaA SOdS @ Bunnoy | smels sbumes  sorepdn ® swoH |[N90aM =

S3dNLv3ad
® NOILdIFdOSs3da

1. VIDA devices have 2 RJ}45 Ethernet connectors on the rear panel . Each is for an
independent network interface

Buissasold

1 NET 1: network interface for monitoring. Communication with web app, user
control application and third party integration protocol. The option if Dante/ AES67

SNOILONN- T3NVd

digital audio send and/or receive is not used.

Sjuang

1  NET 2: Network interface for control and Dante/ AES67 digital audio send and
receive. Dante/ AES67 digital audio, communication with web app, user control

1D3NNOD
® TIVLSNI
s1asn

app and third party integration protocol. The option if you use Dante/ AES67
digital audio send and/or receive.

Py

8

= The NET 1 and NET 2, networks can be configured independently . They can be %ﬁ %

connected and operate simultaneously, for example, to isolate Dante/ AES67 digital ’_JEE =

audio traffic from other traffic on the network. 9 - ;

m

3

! If the NET 1 and NET 2 networks are used simultaneously, they should be ﬁg»

o o

configured so that they are on different networks . If the NET 1 and NET 2 networks E% e
are connected on the same local network, network conflicts may arise that impact S

network functionality.

a7
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- Network cable not connected .
- Network cable connected .

Button that opens settings for network parameters
LULERGLISYI Shows IP addressing:

1 Auto (DHCP): automatic addressing. DHCP server
required. Default value.

I
z

uiBo1  uondsuuod INDYM o=
cg

SNOILNYO3Hd

1 Manual: manual addressing.

Network parameter factors:

9 If NET 1 is configured as Auto (DHCP), and there is

1ININNOHIANT
® ALNVHIV M

Sjuang

Puerta de enlace predeterminada:

9 If the NET 1 and NET 2, networks are connected |,
access to the Internet will be through the Gateway of
NET 1 and NET 2 will have a display value of 0.0.0.0.

1D3NNOD
® TIVLSNI
s1asn

no DHCP server, it will initially be able to connect to %Z’
an automatic private IP addressing (APIPA) and (;% %
subnet mask from NET1; the device will select its own g =
IP address in the address range 169.254.1.0 to m rnI
169.254.254.255 and will also be reachable via the o ©
MDNS service. If not, it will automatically be @ _
configured with an auxiliary 1P, accessible through the ié
address: 192.168.0.100. Use that address if you are o @
connecting point-to-point  with a computer. u s g
Remember that in this case you will have to manually E %g
configure the IP address of your computer so that it is E g ®
in the same range (e.g. 192.168.0.99, mask S
255.255.255.0). z 'UI

£ 8
() Obtener una direcddn IP automaticamente m =
© Usar la siguiente direccién IP: § é
Direccién IP: 192,168 . 0 . 99 O -
Mascara de subred: 255.255.255. 0 % I

9 The DNSs of NET2 are the same as the NET 1 DNSs D
when both networks are connected. o® b
FL
Y
> -
o SiE
Zp Z
m
_|
i)
ik
28
45
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2. Finder: Function to distinguish the device from other devices in the same location.

Finder

=

eb

I
z

uiBo1  uondsuuod INDYaM g
C

Enable Finder (60s)

= When the Finder function is enabled, the front panel LEDs will flash for 60

SNOILNYO3Hd

seconds. It is then automatically deactivated.

1ININNOHIANT
® ALNVHIV M

uonebineN

3. Internet Connection : Internet connection check.

Internet Connection

Test Internet Connection

‘ S1IN3ILNOD FIDOVHOVd

SERIINEE|
® NOILdIYOS3a
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9.5.3 Knobs/GPIOs
Configuration of front panel potentiometers , GPIs and GPOs.

VIDA-AP

Knobs/GFIOs

Knob1

Label  Knobl

1. Knobs

Allows individual configuration of the rotary controls on the front panel

1 Label: label, for easy identification. The label has to be different for each of the four
potentiometers.

9 Status: indicates the status of a potentiometer or GPI. Values are in the range 0
(minimum)-100 (maximum). GPOs show the values open or closed.

2. GPIs

Allows individual configuration of the rear panel GPI ports

1 Label: label, for easy identification. It must be unique for each GPI.
1 Mode: Analogue or digital mode:
0 Analogue : Analogue for volume control. Rotary controls 0-10VDC.

o Digital: for actions like signal muting, loading presets or playlist s, activating
GPO and Play/Pause. Buttons, push buttons, contact closures.

1 Calib. (GPI calibration ):
o Place the potentiometer at the end where it gives a minimum reading. Read

the Status value and set the minimum value of the "Calib" control to the same
value.

0 Place the potentiometer at the end where it gives a maximum reading. Read
the Status value and set the maximum value of the "Calib" control to the same
value.

I
z

SNOILNYO3Hd
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3. GPOs

Sjuang

1D3NNOD
® TIVLSNI
s1asn

1918169y

Allows individual configuration of the rear panel GPO ports: HW WGE?
1 Label: label, for easy identification. It must be unique for each GPO. ,.?'; §
elin)
1 Mode: Preset or event mode. ’_c’| c
. : . : : o9
0 Preset: the active or inactive status of the GPOs is stored in the Presets, so z §
that recovering one of them recovers the combination of active/inactive GPOs 8
o
at the time of saving. GPOs configured as preset GPOs are not available for gﬁ =
Y
modification via events. § 28
Z
. . . . . <55
o Event: The active or inactive status of GPOs is determined by events. GPOs gi -
. , 3
configured as event GPOs are not available for modification via presets. g<z,
2 8
2B
@
L m
g oI
zZ
_|
m
Z | —
- |5
n ©
—
oL
m
m%%l
528
L
62 e
P 5
0
Z I
5 g
m 0
c |
Z |3
O Q@
_|
5 I
zZ
m I

NOILvYd3dO
® dN-14v1S
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9.5.4 Energy Saving

= The VIDA series performs a fully programmable energy saving function that reduces

=

. . HW
energy consumption by up to 95%, which can help save money GUl
3=
O o
m
S 38
5 =@
See below for the different types of amplifier power saving mode settings 0 o]
ZHEN
33
U1 : User Preset 01 v VIDA-AP 2" (0]
m o
Energy Saving EE = 2
23 &
Sleep Mode o g oo
ZzQ @
<455 o
g <
g% -
Fro v O
S8
Auto-Standby OUT1 Auto-Standby OUT2 Auto-Standby OUT3 Auto-Standby OUT4 g g g
nable g g m
Normal (-40 dB) - Threshold | Normal (-40 dB) v Normal (-40 dB) ") m
Normal (60 s) ~ Time Normal (60 s) v ime Normal (60 s) v ime Normal (60 s) A m 'g-)"
o (60 s) (60 s) m o (60 5) M o (60 s) 8 O %
=z —
_|
2
5 |5 &
© 2E
7=
mo
Rl
> 0o
2175 @
5 =
H2g @
S B
o)
(%]
> 0%
=28
- 2B
c @
Z 3
1. Sleep Mode Q | %’
o : . o .5
VIDA amplifiers have an energy saving mode where power draw is very low. g g‘ 3
=
1 Amplifier status : shows the current status of the amplifier: “ 1
. . oz &
0 Running: normal operation. Suic
. . o - Z > 2z
o0 Sleeping: sleep or power-saving mode. The amplifier can enter power-saving m~ o
R
mode in 2 ways: >
pu) >
.. . . o @
U Manual: by pressing the ON button on the front panel, or via internet < @
H H T n 1] O w =
configuration with the "power" button H on the STATUS page. e
2B
U Automatic : by activating Auto Sleep Mode. = =
O 7T .
ZeZ
m
_|
o
<8
o
328
42
>3
>
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1 Auto Sleep Mode: When activated, the amplifier will enter power -saving mode
(Sleeping) when all 4 amplified outputs are in Standby and will automatically return

to normal operation (Running) when: Ly | Web
o An amplified output is not in Standby mode. - U'
0 The button on the front panel is pressed. If enabled. E % s
: > &8
o0 The "Power" button on the STATUS page is pressed. S = é
- , o0&
0 An event or user control causes one of the amplified outputs to exit standby. z § T
28
+ The digital inputs and outputs are disabled when the device is in power - 25" e
Y o
saving mode . §§3_§ g
537
=
If any of the analogue inputs carries an audio signal , even if not assigned to & ¢
< B8
a Source, the device will remain operational and will not enter power saving mode T 8 §
. o o
1 Front Panel On/Sleep Button : Enables or disables the ON/SLEEP button on the g m e
front panel to prevent unwanted operation. % o
m
Z 28
To switch the device off completely , use the "Power" button on the rear - %
O - @
m
panel. n S
> 0o
— % (=g
;CU 4 T
2. Auto Standby mo@ Q
=
Configuration of auto standby for amplified outputs independently. ~ f_f
T8
. . >
1 Enable: enables/disables the auto standby function for the output. z _8? §
— D @
9 Threshold: standby activation threshold setting. § § —~
: e 5 @@
1 Time: waiting time. C:)' e
s OB
()
=
For an output to enter standby, the audio signal at the output must remain @ -
below the specified threshold for the specified time gz %
=550
ar @
If any of the outputs have auto standby disabled, the Auto Sleep function i |
Q
will not work properly . Auto standby must be enabled on all 4 amplified outputs. I
Q @
046
mZ =
8 >
>
357
Z Z
m
_|
3
ik
#1
>5
2
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9.5.5 Health

Amplifier health monitor.

I
=

(@)

<

VIDA-AP

T
X
m
0
Health Monitor Health events today )C>
=
o
zZ
(7]
Amplifier Monitor % E
AMP OUT1 AMP OUT2 g §
) P
==
g <
g
0
>
(@]
X
>
9]
m
aQ
o)
=z
_|
m
P
—
(9]
m
1. Health Monitor : Summary of the amplifier's health status: u s
>
. . . =43
1 OK: everything is OK. There are no errors or if there were, they have been resolved. S 3
. . . . m QO
1 Warning: attention is required, an error has occurred. 0wz
R
2. List of daily incidents: shows errors, recovered errors, warnings and system failures z
that have occurred since 00:00. E
o
. . : . S
= The health monitor reports system errors (failures), which could lead to a major ®
failure of the device , i.e. warnings for over voltages, temperatures, etc. ©
(0]

The event list, in addition to system errors, shows a list of errors and warnings related
to the configuration of the device , that are not a major failure of the device, but may
lead to a malfunction.
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! 1 The health monitor may indicate that all is well, and at the same time

display errors and warnings in the event listing . This means that the health 9 g
of the system is not compromised, but that there may be causing a %3
malfunction . For example, an Internet connection fault is causing the firmware § E
not to update automatically.

1 The health monitor may indicate that the device requires attention and at =
the same time not display any errors or warnings . This means that a failure ;_°>| %
that compromises the health of the system occurred before 00:00 . Please >§

|0d010.d 19N-dL

view the log for more information.
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3. Amplifier monitor: The monitor displays the most important amplifier output
parameters and has an in-built impedance monitor.

1 Voltage (RMS): RMS voltage, in volts.

I
z

uiBo1  uondsuuod INDYM o=
cg

Current (RMS): RMS current, in amperes.
Power (RMS): RMS power, in Watts.

SNOILNYO3Hd

1

1

9 Z-Switch : position of the rear panel impedance selector.

1 Impedance: value of the impedance at the output, in ohms.
1

Z-monitor ; enables impedance monitoring at the output. If enabled, an error
notification will be sent when the impedance exceeds the set thresholds or a
short-circuit or open-circuit situation occurs. This functionality is also available via

1ININNOHIANT
® ALNVHIV M

TP-NET, to communicate the status of the amplifier line to third parties (see

zZ
Q
chapter TP-NET Protocol for details): - %I
> =
0 Z-min: lower impedance threshold. g S
9]
0 Z-max: upper impedance threshold. T Im I
0 ©
=z
m
= The impedance monitor is an informative tool. The protections against over - =
n ©
current situations in the amplifier are always enabled (PROTECT), regardless of B
O —
whether the impedance monitor is enabled or not. 0 ©
5EE
<37
n2 &
An indicator in the upper right corner of each amplifier shows its output status =5
0
T f STBY: output on Standby. z —8'?
1 OW: output setto 0 W in Smart VersaPower. E g
AMPOUTL 1 EXTM: output affected by GPI External Mute. 5 =
1 NETM: the output belongs to a network group % m
that is muted. %
1 LOCM: the output belongs to a local group that is o5
muted. 29 c
zZ >
Z monitor 1 GENM: the output belongs to the general volume 52 @
group that is muted.
. . . . Py
1 MUTE: the output is muted in the audio matrix. &
on &
o2
O
L5
=
079 ©°
Z Z
m
3
<8
o
328
5
2
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9.5.6 Backup and Firmware

Upload and download of configuration files and backups and update of amplifier

] Wi
firmware . "W Gul
38
VIDA-AP @ i O % 5
Backup & Updates g —_ 8
Backup Management g 8 _
e 38
Export Backup File g 3
m< o ;
3
3 > - C
;_U Py =)
535 Q
=3 -
Zz<Q @
<455 o
R
_|
: B
S8
> 28
O o @
X | D
o meg
o © @
=z
_|
2
5 |5 &
© 2E
ola@d
722
1. Backup Management 252 @
=1l -
A backup is a security copy or configuration file of the device . A replica of the status nee &
=
and configuration of the amplifier. "o 8
2 ol
. . . . T
9 Export backup file: saves a backup copy of the amplifier on the device that is R g
. T oo
running the app (e.g. computer). 2 6=
Z 3
. . - . . @
1 Import backup file : upload a backup file to the amplifier from the device that is g S S
. =)
running the app (e.g. computer). 7 :<: -
=
1 Load Template: loads a template. A default configuration and status for quick @
start-up. 9z &
zd4C =
zZx> 9
: . mE G
Templates do not change network parameters or device settings Qe ?
T
(Settings/Device). - %
S @
0u 8
! When a configuration file is uploaded(backup), all device parameters, ﬁ;g o
_|
including network parameters, are overwritten.  Care must be taken when uploading g % =
a configuration file because access to the web app may be lost. Sl
_|
o
48
The configuration files are unique to each model. So, a configuration file of a E§ §
particular model of the VIDA series cannot be loaded into another model of the series. S
>
|

56
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2. Firmware Management

Reports the current firmware version of the amplifier and management of firmware

available, it will be installed.

updates. oW gfﬁ
T Current Firm. Version: current version of the device. I_;‘.; §
i Last update: date of the last update. 2 8
9 Check update: check online for recent updates. g g
1 Manual update: manual update g
1 Automatic update: if enabled, the device will be updated automatically: % ;5 &
0 Boot-up: check if there is an update at each start-up. If an update is g%%
m <
=

Sjuang

1D3NNOD
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zZ
0 Scheduled: scheduling the checking of updates. It will check whether 2
. ey . . . v 8
there is an update at the specified interval if the device is in operation. If B %
. . . . . X | D
an update is available, it will be installed. 3
m
m
8 ©
! The automatic firmware check and update require an Internet connection =
5 5
LR
= Itis recommended to schedule firmware updates outside the normal working o @
m
hours for the device . %o
> 0o
23 s
520
m%&l
® 5
0
z -
5 g
m 0
c @
Z |3
O |«
=
o I
zZ
m I
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9.6 Status

Overview of amplifier status , display and control of basic parameters

Blecier wvoi:l et 01 VIDA-24Q-1156 @® Panic

Health Device Time/Date

Amplified

AMP OUT1 AMP OUT2 AMP OUT4

DIG OUT1 DIG ouT2 DIGOUT3 DIG OUT4

1. General

1 Health: summary of the health status of the device.
1 Network: summary of the network configuration.

9 Device: model and firmware version of the device.
9 Time/Data: time and date of the device.

1 Power: ON/Sleep button.

2. Monitor Hardware

The button on the right shows the hardware monitor view and display a replica of
the front panel and the status of the hardware connected to the device.

A. Indicators for presence of signal (signal), saturation (clip), protection (prot),
standby (stby) and mute for each amplified output and the value set on the front
panel rotary control.

B. Indicators for limiter (limit), thermal protection (thermal), Dante/ AES67 activity,
network activity (data) and amplifier operation (on).
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C. GPIs: indicates the reading values for the GPland GPOs:shows the status of the
GPO, open or closed. If greyed out, it means that the GPO is eventdriven and if lit,
it means that it can be changed via presets.

I
z

uiBo1  uondsuuod INDYM o=
cg

D. The button on the right returns to the overview.

- For more information on the front panel of the amplifier, see chapter Panel

-

Functions.

SNOILNYO3Hd

3. Signal monitor

3.1 The top selector allows you to change which signals are displayed.

3.2 Display and control of a signal. The picture is different depending on the group

1ININNOHIANT
® ALNVHIV M

NETM: the output belongs to a network group
that is muted.

Sjuang

selected but all have the same layout. §
9 Label: to distinguish it from other signs. Clicking on Label takes you to the (;% §I
configuration page. g >
1 Volume and VU meter for the signal. g m I
9 Source selected: clicking in a source takes you to the signal routing page. E
9 Impedance selector monitor : shows the impedance selected on the E =
commutator on the rear panel. 70 % I
728
' For safety reasons, the selected impedance cannot be changed via the web E’l—%g I
app: because an unwanted change to impedance could harm the equipment. E g g
S
An indicator in the upper right corner of each amplifier shows its output status: % o I
AMP OUT1 STBY: output on Standby. 5 %
OW: output set to 0 W in Smart VersaPower. 5 a
EXTM: output affected by GPI External Mute % I

Qz
LOCM: the output belongs to a local group that is 9 ‘ﬁ c
P
muted. mE g
R
1 GENM: the output belongs to the general volume
group that is muted. 2
1 MUTE: The output is muted in the audio matrix. 94 &
m
55 P
Z Z
m
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9.7 Routing

Signal routing for the amplifier

The routing of the amplified and auxiliary outputs is independent, and can be configured as
follows :

1 Mixer: allows the mixing of several sources in the same output. Outputs configured as
a mixer will appear in the Mixer/Matrix window.

1 Zoner: allows the routing of sources. It is not possible to mix sources on the same
output; however, a source selector is built into each output. Outputs configured as
zoners will appear in the Zoner window.

Configurable matrix:

1 4x6: 4 input sources, 6 outputs (4 are amplified outputs - OUT - and 2 are auxiliary
outputs - AUX-).

1 4x4: 4 input sources, 4 amplified outputs (amplified outputs configured as mixer,
auxiliary outputs configured as zoner).

1 4x2: 4 input sources, 2 auxiliary outputs (amplified outputs configured as zoners,
auxiliary outputs configured as mixers).

The digital outputs always operate in zoner mode as an audio signal router.

In VIDA, there are several types of input signals :

4x Analogue inputs: balanced line inputs.
4x Digital inputs: Dante/ AES67 digital audio inputs.
1x Audio player.

= =4 -4 -

1x Signal generator.

A Source is the combination of two input signals, a primary and a secondary signal.
There can be no secondary. InVIDA, 4 independently configurable sources are available
Sources are the input signals to the audio matrix (mixer mode) or the sources available on
the router (zoner mode).
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Local Music AMP OUT1

1. Mixer/Matrix

Matrix view selector:

Mixer View

Local Music Aux Input

Pri: Player Pri: Dig In1

Single view / Full view.

Crosspoint section for the selected
output . It takes on the colour assigned
to the corresponding output. From top

to bottom:

9 Source Label.

9 Pri; input.n / Sec: input_m,
primary and secondary source
signals. The signal currently on the
source is illuminated.

9 Crossover point volume control
and VU meter.

9 Enable/disable the crossover point

= Control + click on a fader to reset to
default value (0dB).

at the output. Sources with the
crossover point enabled are mixed
at the corresponding output.

- The VUs change colour depending on the signal level

i Green: below 0dB.
1 Orange: 0-18dB (headroom).
1 Red: clip, above 18dB, signal saturation.
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Output
bottom:

selection section . From top to

9 Output Label .
9 Status LEDs:

(0]

STBY / MUTE: shows the standby
status of the output (if amplified)
and whether it is affected by any
group or external MUTE.

LGRP: local group indicator. If lit, it
means that the output belongs to at
least one local group. Clicking on the
indicator brings up the list of groups
to which the output belongs; the list
can be edited quickly from there.
NGRP: Network Group Indicator. If
lit, the output belongs to at least one
network group. Clicking on the
indicator brings up the list of groups
to which the output belongs; the list
can be edited quickly from there.
Volume control for the output and
VU meter.

MUTE button , to mute the output.

STBY indicator:

T

= =4 =4 -4 -4 4

STBY: output on Standby.

AMP OUT1

LGRP NGRP

AMP OUT1
LGRP NGRP
LGRP1: Local Group 1 36 dB
LGRP2: Local Group 2

LGRP3: Local Group 3

LGRP4: Local Group 4

" GVOL: General Volume

OW: output setto 0 W in Smart VersaPower.

EXTM: output affected by GPI External Mute.

NETM: the output belongs to a network group that is muted.

LOCM: the output belongs to a local group that is muted.

GENM: the output belongs to the general volume group that is muted.
MUTE: The output is muted in the audio matrix.

AUXs

QUTs

If both outputs are in Mixer mode , the
AUXs button appears and shows the
the auxiliary

mixer window for

outputs.

The OUTs button on the auxiliary

output mixer returns to the mixer for
the amplified outputs .

T
=
25
S 5
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Matrix View

Sjuang
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@ @ Local Musie  X-Polnt  AMP OUT1
Local Music o e Web
¥ HGRP HW GuUI
Digital ... @ 1048 -1dB 00dB -1dB  -232dB -25dB % C%
m o
Qo
c <
_|
Aux Inpat —_ 0
& S g
v 5
@
0. Mixar '('_)"
@ T 053
e+
AMPOUT]I 4MPOUTZ AMPOUTE AMPOUTS | AUXOUTI ALDE OUT2 g g g
O ZzQ
<45
g <
0
= zZ
g
28
. . Q9
Audio sources . When an audio source > >
el o is selected, its information and control m
are displayed on screen. % =
m
f Source Label (Source). 53
A input 1 Prizinput_n/ Sec: input_m, primary ol
and secondary source signals. The m@ o
- signal currently on the source is E%E
ixer . . — ﬁ
illuminated. mow
) nzo
1 Volume control for the source with 5
volume meter. -
Local Musik jz> E
A f MUTE button , to mute the source. m 8
n ®
c e
00a8 Z 3
O |«
=
o I
zZ
m I

Py
D
Q
. . oun &
Audio outputs . When an audio output e
. L . T
AMPOUT1 AMPOUT2 AMPOUT3 AMPOUT4 A AUXOUT1 AUXOUT2 IS SeleCted, its information and control :E'I_C| -
i 0T P
are displayed on the screen. 2 s
m
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U
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9 Output section. From top to
bottom:

NGRP 1 Output Label .

232dB -39dB i Status LEDs:

o STBY / MUTE: shows the
standby status of the output (if
amplified) and whether it is
affected by any group or
external MUTE.

0 LGRP: local group indicator. If lit,
it means that the output belongs
to at least one local group.

AMP OUT1

I
z
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Crossover points . When a crossover
point is selected, its information and
control are displayed on the screen, as
well as the information and control for
the source and output for that
crossover point

Sjuang

0.0dB
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Clicking on the indicator brings z
up the list of groups to which the - %I
output belongs; the list can be § §’
edited quickly from there. §
0 NGRP: Network Group 9 BI
Indicator. If lit, the output E
belongs to at least one network E =
group. Clicking on the indicator B
brings up the list of groups to _HE o
which the output belongs; the ESE’
list can be edited quickly from %g &U;I
there. % i%
1 Volume control for the output and 5
VU meter. % 3
f MUTE button , to mute the output. E %
Z 5
2 «
H
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LocalMusic ~ X-Point  AMPOUT1 1 Crossover point volume control
B LD NGRP and VU meter.

P 9 Enable/disable the crossover
point.

-~ Double click on a crossover point to
enable/disable it .

Crossover point disabled

0.0dB

Crossover point enabled
2. Zoner
Outputs configured as Zoner .

—~ A group of outputs (OUTs or AUXs) configured as a Zoner are not available in the
Mixer/Matrix tab .

Audio outputs , top to bottom:

Local Music v

AMP OUTL 1 Source selector: for selection G

e of source for the output. )|
paperm 1 The Auxiliary outputs aswell  [EETE—_GE_—_" g
A as the 4 sources allow audio Digital Stre
Au Input signal to be redirected to Auxinpu
o) Mixer amplified outputs . -

AMP OUT1

AMP OUT2

AMP OUT3

AMP OUT4
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9 Post/pre fader control .

Local Music v Digital Strea: v

o If the post fader is enabled, the signal is sent
to the output after processing and after the
fader for the selected input signal.

9 If the post fader control is disabled, the signal is
sent to the output after processing or
afterwards (selectable by the post DSP control)
and prior to the fader for the selected input
signal.

Post Fader Post Fader D

rostDsP @D

Tl Staws LEDs:

o0 STBY/MUTE: shows the standby status of the
output (if amplified) and whether it is affected
by any group or external MUTE. Exclusive for
amplified outputs.

0 LGRP: local group indicator. If lit, it means that
the output belongs to at least one local group.
Clicking on the indicator brings up the list of
groups to which the output belongs; the list
can be edited quickly from there.

0 NGRP: Network Group Indicator. If lit, the output
belongs to at least one network group. Clicking
on the indicator brings up the list of groups to
which the output belongs; the list can be edited
quickly from there.

9 Volume control for the output and VU meter.

0.0 dB 1dB

1 MUTE button , to mute the output.
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3. Services

Routing of Dante/ AES67 digital audio outputs

I
z

uiBo1  uondsuuod INDYM o=
cg

Digital audio outputs , top to bottom:

DIG OUT2

9 Output Label .
AMP OUT1 v 1 Post/pre fader control .

o Ifthe post fader is enabled, the signal is sent to the
output after processing and after the fader for the
selected input signal.

SNOILNYO3Hd

Post Fader

o If the post fader control is disabled, the signal is
sent to the output after processing or after

1ININNOHIANT
® ALNVHIV M

Sjuang
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NOILvYd3dO
® dN-14Vv1S

00dB -3dB (selectable by the post DSP control) and prior to the §
fader for the selected input signal. 3 g
q Status LEDs: 2 S
9]
0 LGRP: local group indicator. If lit, it means that the o rnI
output belongs to at least one local group. Clicking o 8
T . . . =
on the indicator brings up the list of groups to which gy
. . . - |5
the output belongs; the list can be edited quickly -
from there. =l
: : [}
o NGRP: Network Group Indicator. If lit, the output ﬁ(ﬁg
belongs to at least one network group. Clicking on ;cu'g &
the indicator brings up the list of groups to which me g
the output belongs; the list can be edited quickly ol
from there. g -
1 Volume control for the output and VU meter. o §
m 0
1 MUTE button , to mute the output. s 2
o0 @
c__)| I
zZ
m I
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9.8 EQ (Equalizer)

Graphical user equaliser .

AMP OUT2

Graphic EQ Setting  Smooth Bass

0.0dB
AMP OUT3

AMP OUT4

T’llllll

AUX OUT1

AUX OUT2

Independent 8 -band graphic equaliser (GEQ) for each amplified and auxiliary output.

= 1 The GEQ settings for each output can be saved and recalled via presets.

1 It can be added as an equalisation control in the user panels , per output.

Enables or disables (bypasses) GEQ for the
selected output.

~ T Changes made to the GEQ are
applied in real time.

9 If GEQ is disabled on an output, it
cannot be edited .

Output selection: the selected output is
larger and brighter than the others.

AMP OUT1

AMP OUT2
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Graphic EQ Setting  Smooth Bass

GEQpreset selection .

Flat

Sjuang

indicator(GEQ-Vol).

1D3NNOD
® TIVLSNI
s1asn

Post-GEQ

Pre-GEQ

1915169y

Web
= If any of these settings of these settings HW L Gui
is changed it is displayed in the GEQ as 3 §
"custom", to indicate a custom setting. 5 =y

1
o
Hlin-ns( % §
. g‘
Natural |'|'| E o
Mid Hi é% =
o385
=2¢
m <
5o
Adjusting gain for the GEQ bands. 2
. ... T 8
1 Adjust between positive 12dB and z B
negative 12dB. g >
m
8 o
=z
_|
m
Z | —
= =
o R
=l
35L
528
528
n2 &
o 5
1 Pre-GEQIlevel indicator.
1 GEQ level adjustment : E 2
positive 12dB  to E 8
negative 12dB. S 2
O |«
1 Post-GEQ level and 3 I
post-level  adjustment 7 I
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9.9 GPOs

Status of contact closures, GPOs.

T
=
o =
c

The status of the GPOs (open/closed) on this page can be saved and retrieved via
presets.
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1. GPO configured as an event GPO.

19he|q

I The status of the GPO is event -driven.

1DANNOD
® TIVLSNI
slasn

i Its status cannot be changed from this page so that a particular state
cannot be retrieved via presets.

1915169y
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2. GPO closed.
3. OpenGPO.
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9.10 10 Setup (Input and Output Setup)

Configuration of inputs and outputs  for an amplifier.

9.10.1 Inputs Setup

Adjustment of the audio inputs available on an amplifier.

VIDA-16Q-5A5B

Inputs Setup

Analogue Input 1 Analogue Input 2 Analogue Input 3

Generator

s

1. Analogue inputs

Adjustment of the 4 balanced analogue line inputs.

1 Label: label for an input.

1 Trim: digital gain adjustment, 0-12dB.

1 Level: adjustment of signal level, mute and VU.
1 Mode: selection of mono or stereo mode.
1

Polarity : selection of the polarity of the signal.

- Stereo signals:

-

) eceer

Analogue Input 4

Label

Digital Input 4
Label
Trim

91 Only adjacent signals can be configured as a stereo pair.

9 The odd signal configuration will be applied to the stereo pair.

1 When undoing stereo, the odd signal keeps the stereo pair configuration, and

the even signal has the configuration it had in mono.

9 A stereo pair is displayed as a single input/output.

9 The amplifier performs the routing of a stereo signal automatically. Like this:

if a stereo signal is sent to a mono output, the stereo sum will be sent; and if

a mono signal is sent to a stereo output, the same signal will be sent to both

outputs.

I
z
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2. Digital inputs
Adjustment of the 4 Dante/ AES67 digital audio inputs. The Dante/ AES67 Controller
app is required for the configuration and routing of Dante/ AES67 audio signals.

Web
"W Gul
) 25
1 Label: label for an input. The information icon shows how to create labels =y
. . >
compatible with the Dante/ AES67 Controller app. S =
5 0
 Trim: digital gain adjustment, 0 -12dB. z B
@
1 Level: adjustment of signal level, mute and VU. ms %
b4 =y
1 Mode: selection of mono or stereo mode. = % _
O%lo
9 Polarity : selection of the polarity of the signal. £z<
2:
= zZ
3. Player g
: Y 3 5
Internal audio player settings. Qe
>
9]
 Label: label for an input. iy m I
®)
1 Level: adjustment of signal level, mute and VU. E
5 5
LR
~ The player's signal is stereo. o @
m
35L
528
4, Generator clz
_ . . . . o mo o
Signal generator settings, for testing and adjustment during commissioning of the "’i 2
©
AV system.
> D
Label: label for an input. m 8
m 0
9 Signal Type: selection of test signal type. % §
=
Frequency: selection of the frequency of the test signal. Available when a Sine (S
. . <
type signal is selected. 7 ]
2]
1 Level: adjustment of signal level, mute and VU. 03
2%¢c
zZx> 9
—~ The generator signal is mono. 2N I
0
&
048
O
L5
=
079 ©°
Z %
_|
3
<8
o
328
5
>
—
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9.10.2 Sources Setup

Adjustment of the amplifier's audio sources.

Wi
"W Gul
= A Source is the combination of a primary input signal and a secondary  (optional) :x: § <
o
input signal. > @ 5
=
o 0%C
Zz 8 T
(7] (DD °
23
D1 ; User Preset 01 VIDA-16Q-5A58 L § Ro
<>z C
Sources Setup By Py} = 'g-
@) E o9
Source 1 Source 2 Source 3 Source 4 % é% g
Source 1 Label 8 Labe Source 3 Label 5 R
Prim. Input | Ana Inl %ZJ &
:8a
O o @
X | S
o
m - Q
0 ola
zZ -
_|
2
5 |5 &
© 2E
ol @
35L
> 0o
2175 @
5108
H2g @
S B
o)
(%]
> 0%
Z -
m g S
n 52
c @
G a@
= |
7 Label: label of the source. © m g
(0]
s =
: . . , : . o)
1 Prim. Input: selection of the primary input signal. 2 .
1 User Range Volume limits set by the user via user panels. Qz %
0
. . zdC =
1 Sec. Mode: operating mode of the secondary signal ZZ o
OC @
- . . . . — R0
o Priority: the secondary signal has priority. The secondary signal will be swapped D
with the primary signal when a signal is detected on the secondary signal. § é
0 Backup: the primary signal has priority. The secondary signal will be swapped %ﬁ &)
m
. . . . . . A
with the primary signal when no primary signal is detected. ’_:%.-' i B
Jc3g
O 7T .
1 Prim./Sec: If this function is enabled, the priorities defined in this section are set. <%
_|
S , . -
1 Now playing : indicates the signal present at the source (primary or secondary). LE
mg
$I8
a4z
>3
>
|
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9 Priority: configuration of a source with a secondary priority signal.

The secondary signal will be exchanged with the primary signal, when the secondary
signal exceeds the set threshold(Sec. Threshold). When the secondary signal is again

HW

below the threshold, for the time set (Hold), the primary signal will again be present a t -
X

the source. o
g

=

. : o : . o]

= Select a higher Hold time to extend the priority time window. For example, in a =

spoken message pauses cause the primary signal to return.

1 Backup: the secondary signal will be swapped with the primary signal, when the primary

uiBo1  uondsuuod INDYM o=
cg

signal is below the set threshold (Prim. Threshold), and held for the specified time (Hold).

1ININNOHIANT
® ALNVHIV M

When the primary signal is again above the threshold, the primary signal will again be

present at the source.

uonebineN

= Select a higher Hold time to extend the time window before input of the backup
signal to the source. For example, in a music programme with high dynamic range some
passages cause the secondary signal to be introduced.
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9.10.3 Amp & Aux Outs Setup

Adjustment of the amplified outputs and auxiliary outputs of the amplifier

=

eb

I
z

uiBo1  uondsuuod INDYaM g
C

VIDA-160-5A5B

Amp & Aux Outs Setup

Output Routing

SNOILNYO3Hd

Amplified Output 1 Amplified Output 2 Amplified Output 3 Amplified Output 4

AMPOUT1 abel AM

1ININNOHIANT
® ALNVHIV M

uonebineN

‘ S1IN3ILNOD FIDOVHOVd

SERIINEE|
® NOILdIYOS3a
dnias sindinQ / sinduj

1. Output routing: selection of the routing mode for the amplified and auxiliary signals .

1 Mixer
o Allows mixing of several sources on the
same output.
o Control of level of sources, crossover points
and outputs.
o Outputs configured as a mixer will appear in

Buissasold

O3
- ddVY @ sjpued | 19Aeld  sdnois) 1amodeslaA SOdS @ Bunnoy  snmels  sbumes

Output Routing

Amplified Outs

SNOILONN- T3NVd

Augxiliary Outs

Sjuang

Q=
) ured 23 g
the Mixer/Matrix window. mE g

R

1 Zoner

o Allows routing of sources. §
o It is not possible to mix sources on the QY 2
same output. m% -

>
0 Source selector on each output. (:3‘ = =
o Allows you to manage the level of outputs. < e
o0 Outputs configured as zoners will appear in ;
the Zonerwindow. me
o0 o
>I S

4=

>3

>

—
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2. Amplified Output :

Amplified Output 1

Label AMP OUT1

Gain
User Range -120

Mode
Polarity

HPF

Related events

) eceer

settings for the 4 amplified outputs .

91 Label: output label.
1 Gain: Amplifier gain at the output.

o Disabled: option disabled if the Smart
VersaPower function is enabled.
o Gain options.

v

#CABES2 -

= If the Smart VersaPower tool is not used, use the limiters
available in the processing section to not damage the
equipment .

1 User Range. Volume limits set by the user via user panels.

I Mode: selection of mono or stereo mode.

1 Polarity : selection of the polarity of the signal.

1 HPF: selection of the high-pass-filter frequency. Always
enabled when the output is configured as 100/70 V line
output.

9 Colour: allows assignment of a colour to an output.

Outputs can be controlled by events, either physical controls (rotary controls,

GPIs...), virtual controls (panels) or automations (calendar events).

If any outputs are associated with an event, the following automatic settings are

made when switching mono or stereo mode

1 Mono to stereo output : Events related to the odd output are maintained, with the

stereo pair configured as the event output. Events related to the even output are

maintained, with no output assigned.

1 Stereo to mono output : Events related to the stereo pair are maintained, with the

odd output configured as the event output. Does not apply to even output.

= We recommend reviewing event configuration when there is a configuration

change on the outputs (mono to stereo, or stereo to mono) and the outputs have

associated events.

I
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3. Auxiliary Outputs: settings for the two balanced auxiliary line outputs .

9 Label: label for the output.

T
=
o =

c

User Range Volume limits set by the user via user panels.
Mode: selection of mono or stereo mode.

Polarity: selection of the polarity of the signal.

—a -—a _a _a
SNOILNVYO3dd
uond’auUuU0d INDI|aM

Colour: allows assignment of a colour to an output.

9.10.4 Digital Outs Setup

sarepdn ®» awWoH |N9Aa/M

1ININWNOHIANT
® ALNVHIV N
uibo

Adjustment of the 4 Dante/ AES67 digital audio outputs

uonebineN

smeis  sbumes

! The Dante Controller app is required for the configuration and routing of Dante
audio signals.

O3

VIDA-16Q-5A58 @ | @ Ppanic i @

Digital Outs Setup

‘ S1IN3ILNOD FIDOVHOVd

Bunnoy

Digital Qutput 1 Digital Qutput 2 Digital Output 3 Digital Qutput 4

Labe

SERIINEE|
® NOILdIYOS3a
dnias sindinQ / sinduj
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1 Label: output label. The information icon o shows how to create labels compatible

1915169y

with the Dante/ AES67 Controller application.

User Range: Volume limits set by the user via user panels.

NOILvYd3dO
® dN-14Vv1S
Y

Mode: selection of mono or stereo mode.

Polarity : selection of the polarity of the signal.

|0d010.d 19N-dL

= =4 = -2

Colour: allows assignment of a colour to an output.

viva
IVOINHO3L

77



) eceer

9.11 VersaPower

VersaPower is the amplifier technology developed by Ecler which allows asymmetrical
power distribution between the amplified outputs, independent of the load

I
z

uiBo1  uondsuuod INDYM o=
cg

The Smart VersaPower tool allows you to limit the maximum power delivered at each
amplified output and adjust gain automatically . The maximum power of the amplifier can be
distributed asymmetrically between the outputs.

SNOILNYO3Hd

Specify the sensitivity of an audio input and set the desired maximum RMS power for each
amplified output .

The sum of the maximum RMS power for the four amplified outputs (Total power used)

1ININNOHIANT
® ALNVHIV M

may not exceed the maximum total power of the amplifier

Enabling Smart VersaPower disables the gain adjustment in  the IO Setup section for the

uonebineN

outputs.

O3

= Smart VersaPower is enabled by default , configured as a symmetrical amplifier,
4x600W, for inputs with 0dB sensitivity.

‘ S1IN3ILNOD FIDOVHOVd
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Smart VersaPower
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AMP OUT2 AMP OUT3 AMP OUT4
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1. Smart VersaPower configuration (—_)i% =

Enables/disables the Smart VersaPower tool. = ﬁ

ats

=1l

—~ When enabled, it can be reconfigured . By default, it is enabled. If disabled, note 9Q §
that the gain setting for the outputs will return to the value before Smart 5'5
2

VersaPower was enabled. That is, 34dB for each output if unmodified (default values).
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2. Calculate: Button for resetting the Smart VersaPower settings.

Button available if Smart VersaPower is enabled.

The button opens a window to reconfigure the parameters HW Véfﬁ
3=
O o
1
c €8
_|
o 0%C
Z 9
ZHEN
28
m <) Qo
ik
39— 8
Oxo @
ZzQ @
53° 8
Zo
= gZ, v
<&
T Q5
5 cle
)7§ =}
o} =
A. Configuration of parameters for an output D me
o © @
1 Impedance selector indicator on the rear panel, to display the status of the E
impedance selector . é =) ’Cc?
e =
9 Sensitivity : selection of the sensitivity of the input signal to the amplifier. 0?3
m
1 Max RMS Power: setting of the maximum power delivered by an amplified @58
Ao
output. The value must be between 0 W and the maximum power of the %‘3 &9
- . owlo
amplifier. The sum of the power of the 4 outputs may not exceed the maximum B2 § @
p Ro
power of the amplifier. b §
RY <)
. > |
B. Indicates the power used across the 4 channels. 5 S §
— o D
m 0 =
C. Cancel: cancels the configuration . Smart VersaPower will remain disabled and no S 8 o
0 Q@ ¥
changes will be applied. 3 £
Zz mig
Apply : applies the changes made to the Smart VersaPower configuration. If there @ §
is an error, e.g. exceeding the maximum power, it will not let you continue. “ 1
oz &
. owm c @
3. VersaPower Smart Monitor 3@
me -
Displays the current status of the Smart VersaPower configuration. Ok @ -
Q
>
1 VU for the amplified output : Clicking on a value shows different measurements of fgu 2
the signal before and after the amplifier. 33 &
O
1 Settings: ’_;%.—' - o
5% P
0 Sensitivity : selected sensitivity. <&
_|
0 Max RMS Power: maximum power that can be delivered by an output. T
=49
0 Max Peak Power: maximum peak power at an output. Not editable. U§ §
> =8
o0 Gain: gain applied to the output to obtain the indicated power value. :2'%
>
|
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